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CONSTRUCTION DOCUMENTS
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PENN STATE UNIVERSITY HARRISBURG CAMPUS

STADIUM SEATING &
RESTROOMS BLDG

SCALE: 3/4" = 1'-0"D1
END RAILING DETAIL

SCALE: 3/4" = 1'-0"A1
MID-AISLE RAILING DETAIL

SCALE: 3/4" = 1'-0"E7
PRESS BOX SECTION

SCALE: 3/4" = 1'-0"E4
RISER DETAIL

SCALE: 1/4" = 1'-0"A5
BLEACHER SECTION

GENERAL SHEET NOTES

REFERENCE KEYNOTES

SHEET KEYNOTES

SCALE: 3/4" = 1'-0"H1
PLATFORM GUARDRAIL DETAIL

1'0 3'2'

1'0 3'2'

1'0 3'2'

1'0 3'2'

1'0 3'2'

4'0 8'2'

61 26 GAUGE TRIM (TYP)

62 INSULATED CAVITY WALLS-R13 MIN. W/ ARMOREFLECT WHITE
CONTINUOUS WRAP

63 CONTINUOUS WRAP INSULATION-R7.5 MIN.

64 ROOF INSULATION R38 MIN.

65 FLOOR INSULATION R30 MIN.

66 26 GAUGE MCI 'S R PANEL WITH CLOSURE STRIPS

68 FLOOR SUPPORT STRUCTURE

70 1/8" 4 WAY STEEL ROOF-CONTINUOUS WELDED SEAMS COATED
WITH METAL PRIMER AND 36 MILS OF WHITE ELASTOMETRIC
ROOF COATING

71 ALUMINUM DECK SYSTEM

72 WINDOWS DOUBLE GLAZED WITH  A SHGC VALUE LESS OR
EQUAL TO 0.38, &  U-VALUE OF LESS OR EQUAL TO 0.33 FOR
FIXED PANES, AND LESS OR EQUAL TO 0.35 FOR SLIDING PANES.

80 24"X24"X5/8" ACOUSTICAL CEILING TILES

81 1/2" VINYL SURFACED GYPSUM PANELS

82 4" VINYL COVE BASE

83 METAL  COUNTER ATTACHEMENT

84 ANODIZED ALUMINUM COUNTER TOP

85 STRAIGHT EDGE FASCIA TO ATTACH HUDL CAMERA

SCALE: 3/4" = 1'-0"H4
RAMP RAILING DETAIL

1'0 3'2'

THERMAL PERFORMANCE

THE PRESS BOX SHALL COMPLY WITH THE INTERNATIONAL ENERGY 
CONSERVATION CODE OF 2018 
THE PRESCRIPTIVE METHOD WAS FOLLOWED IN ASSIGNING THE MINIMUM 
INSULATION RATING TO THE EXTERIOR WALLS, FLOOR, AND ROOF, AND THE 
U VALUE FOR THE EXTERIOR DOORS AND THE U-VALUE AND SHGC VALUE 
TO THE FENESTRATION.
SEE E7/AE403 AND RELATED KEYNOTES.

SHOULD THE PRESSBOX FABRICATOR CHOOSE DIFFERENT INSULATION 
VALUES, U-VALUE, OR SHGC , DOCUMENTATION OF  ENERGY CODE 
COMPLIANCE SHOULD BE SUBMITTED. 

NFRC 200 – SHALL BE USED FOR DETERMINING FENESTRATION PRODUCT 
SOLAR HEAT GAIN COEFFICIENT

NFRC 100 - SHALL BE USED FOR DETERMINING THE U-FACTORS OF WINDOWS 
AND DOORS.


