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SECTION 321723 - PAVEMENT MARKINGS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Painted markings applied to asphalt paving. 

1.3 ACTION SUBMITTALS 

A. Product Data: Include technical data and tested physical and performance properties. 

1. Pavement-marking paint, acrylic. 

B. Shop Drawings: 

1. Indicate pavement markings, colors, lane separations, defined parking spaces, and 
dimensions to adjacent work. 

2. Indicate, with international symbol of accessibility, spaces allocated for people with 
disabilities. 

1.4 QUALITY ASSURANCE 

A. Regulatory Requirements: Comply with materials, workmanship, and other applicable 
requirements of PennDOT for pavement-marking work. 

1. Measurement and payment provisions and safety program submittals included in 
standard specifications do not apply to this Section. 

1.5 FIELD CONDITIONS 

A. Environmental Limitations: Proceed with pavement marking only on clean, dry surfaces and at a 
minimum ambient or surface temperature of 55 deg F (12.8 deg C) for water-based materials, 
and not exceeding 95 deg F (35 deg C). 
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PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Source Limitations: Obtain pavement-marking paints from single source from single 
manufacturer. 

2.2 PERFORMANCE REQUIREMENTS 

A. Accessibility Standard: Comply with applicable provisions in the USDOJ's "2010 ADA Standards 
for Accessible Design" and ICC A117.1. 

2.3 PAVEMENT-MARKING PAINT 

A. Pavement-Marking Paint, Acrylic: Acrylic, waterborne emulsion, lead and chromate free, ready 
mixed, complying with FS TT-P-1952F, Type II, with drying time of less than 45 minutes. 

1. Color: White, Blue. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that pavement-marking substrate is dry and in suitable condition to begin pavement 
marking in accordance with manufacturer's written instructions. 

B. Proceed with pavement marking only after unsatisfactory conditions have been corrected. 

3.2 PAVEMENT MARKING 

A. Do not apply pavement-marking paint until layout, colors, and placement have been verified 
with Architect. 

B. Allow new asphalt paving or concrete surfaces to age for a minimum of 30 days before starting 
pavement marking. 

C. Sweep and clean surface to eliminate loose material and dust. 

D. Apply paint with mechanical equipment to produce pavement markings, of dimensions 
indicated, with uniform, straight edges. Apply at manufacturer's recommended rates to provide 
a minimum wet film thickness of 15 mils (0.4 mm). 

1. Apply graphic symbols and lettering with paint-resistant, die-cut stencils, firmly secured to 
asphalt paving or concrete surface. Mask an extended area beyond edges of each stencil 
to prevent paint application beyond stencil. Apply paint so that it cannot run beneath 
stencil. 
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3.3 PROTECTING AND CLEANING 

A. Protect pavement markings from damage and wear during remainder of construction period. 

B. Clean spillage and soiling from adjacent construction using cleaning agents and procedures 
recommended by manufacturer of affected construction. 

END OF SECTION 321723 




