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SECTION 22 33 00 - ELECTRIC, DOMESTIC-WATER HEATERS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
1.2 SUMMARY
A. Section Includes:
1. Commercial, electric, storage, domestic-water heaters.
2. Domestic-water heater accessories.
1.3 ACTION SUBMITTALS
A. Product Data: For each type of product.
1. Include rated capacities, operating characteristics, electrical characteristics, and
furnished specialties and accessories.
14 COORDINATION

A. Coordinate sizes and locations of concrete bases with actual equipment provided.

PART 2 - PRODUCTS

2.1 PERFORMANCE REQUIREMENTS

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70,
by an NRTL, and marked for intended location and use.

B. ASME Compliance: Where ASME-code construction is indicated, fabricate and label
commercial, domestic-water heater storage tanks to comply with ASME Boiler and Pressure
Vessel Code: Section VI, Division 1.
C. NSF Compliance: Fabricate and label equipment components that will be in contact with
potable water to comply with NSF 61 and NSF 372.
2.2 COMMERCIAL, ELECTRIC, DOMESTIC-WATER HEATERS

A. Commercial, Electric, Storage, Domestic-Water Heaters:
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A.

ELECTRIC, DOMESTIC-WATER HEATERS

Manufacturers: Subject to compliance with requirements, provide products by one of the

following:

a. A. O. Smith Corporation. (Basis of Design, Series)
b. Bradford White Corporation.

C. PVI; A WATTS Brand.

d. State Industries.

Source Limitations: Obtain domestic-water heaters from single source from single
manufacturer.

Standard: UL 1453.

Storage-Tank Construction: Non-ASME-code, steel vertical arrangement.

a.

Tappings: Factory fabricated of materials compatible with tank and piping
connections. Attach tappings to tank before testing.

1) NPS 2 and Smaller: Threaded ends in accordance with ASME B1.20.1.

2) NPS 2-1/2 and Larger: Flanged ends in accordance with ASME B16.5 for
steel and stainless steel flanges, and in accordance with ASME B16.24 for
copper and copper-alloy flanges.

Pressure Rating: 150 psig.
Interior Finish: Comply with NSF 61 and NSF 372 barrier materials for
potable-water tank linings, including extending lining material into tappings.

Factory-Installed, Storage-Tank Appurtenances:
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Anode Rod: Replaceable magnesium.

Drain Valve: Corrosion-resistant metal with hose-end connection.

Insulation: Comply with ASHRAE/IES 90.1.

Jacket: Steel with enameled finish or high-impact composite material.

Heating Elements: Electric, screw-in or bolt-on immersion type arranged in
multiples of three.

Temperature Control: Adjustable thermostat.

Safety Controls: High-temperature-limit and low-water cutoff devices or systems.
Relief Valves: ASME rated and stamped for combination temperature-and-pressure
relief valves. Include one or more relief valves with total relieving capacity at least
as great as heat input, and include pressure setting less than working-pressure
rating of domestic-water heater. Select one relief valve with sensing element that
extends into storage tank.

DOMESTIC-WATER HEATER ACCESSORIES

Domestic-Water Expansion Tanks:

1.

Manufacturers: Subject to compliance with requirements, provide products by one of the

following:

a. A. O. Smith Corporation.

b. AMTROL, Inc.

C. State Industries.

d. TACO Comfort Solutions, Inc.

SECTION 22 33 00 - PAGE 2


http://www.specagent.com/LookUp/?ulid=2379&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143686&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143674&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143681&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143684&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=13514&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143752&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143747&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143746&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123457143750&mf=04&src=wd

PSUH Stadium Seating & WMF 2022.138.00 January 2024
Restroom Building

2. Source Limitations: Obtain domestic-water expansion tanks from single source from
single manufacturer.

3. Description: Steel pressure-rated tank constructed with welded joints and
factory-installed, butyl-rubber diaphragm. Include air precharge to minimum
system-operating pressure at tank.

4. Construction:

a. Tappings: Factory-fabricated steel, welded to tank before testing and labeling.
Include ASME B1.20.1 pipe thread.

b. Interior Finish: Comply with NSF 61 and NSF 372 barrier materials for
potable-water tank linings, including extending finish into and through tank fittings
and outlets.

C. Air-Charging Valve: Factory installed.

5. Capacity and Characteristics:

a. Working-Pressure Rating: 150 psig.

b. Capacity Acceptable: 2 gal. minimum.

C. Air Precharge Pressure: Measured domestic water system static pressure..

Vacuum Relief Valves: ANSI Z21.22/CSA 4.4.

Shock Absorbers: ASSE 1010 or PDI-WH 201, Size A water hammer arrester.

SOURCE QUALITY CONTROL

Factory Tests: Test and inspect domestic-water heaters specified to be ASME-code
construction, in accordance with ASME Boiler and Pressure Vessel Code.

Hydrostatically test commercial domestic-water heaters to minimum of one and one-half times
pressure rating before shipment.

Electric, domestic-water heaters will be considered defective if they do not pass tests and
inspections.

Prepare test and inspection reports.

PART 3 - EXECUTION

3.1

A.

DOMESTIC-WATER HEATER INSTALLATION

Commercial, Electric, Domestic-Water Heater Mounting: Install commercial, electric,
domestic-water heaters on concrete base. Comply with requirements for concrete bases
specified in Section 03 30 00 "Cast-in-Place Concrete."

1. Exception: Omit concrete bases for commercial, electric, domestic-water heaters if
installation on stand, bracket, suspended platform, or directly on floor is indicated.

2. Maintain manufacturer's recommended clearances.

3. Arrange units so controls and devices that require servicing are accessible.

4 Install dowel rods to connect concrete base to concrete floor. Unless otherwise indicated,
install dowel rods on 18-inch centers around the full perimeter of concrete base.
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3.2

3.3

3.4

5. For supported equipment, install epoxy-coated anchor bolts that extend through concrete
base and anchor into structural concrete floor.

6. Place and secure anchorage devices. Use setting drawings, templates, diagrams,
instructions, and directions furnished with items to be embedded.

7. Install anchor bolts to elevations required for proper attachment to supported equipment.

8. Anchor domestic-water heaters to substrate.

Install electric, domestic-water heaters level and plumb, in accordance with layout drawings,
original design, and referenced standards. Maintain manufacturer's recommended clearances.
Arrange units so controls and devices needing service are accessible.

1. Install shutoff valves on domestic-water-supply piping to domestic-water heaters and on
domestic-hot-water outlet piping. Comply with requirements for shutoff valves specified in
Section 22 05 23.12 "Ball Valves for Plumbing Piping," Section 22 05 23.13 "Butterfly
Valves for Plumbing Piping," and Section 22 05 23.15 "Gate Valves for Plumbing Piping."

Install water-heater drain piping as indirect waste to spill by positive air gap into open drains or
over floor drains. Install hose-end drain valves at low points in water piping for electric,
domestic-water heaters that do not have tank drains. Comply with requirements for hose-end
drain valves specified in Section 22 11 19 "Domestic Water Piping Specialties."

Install thermometers on outlet piping of electric, domestic-water heaters. Comply with
requirements for thermometers specified in Section 22 05 00 "Common Work Results for
Plumbing."

Fill electric, domestic-water heaters with water.

Charge domestic-water expansion tanks with air to required system pressure.

Install dielectric fittings in all locations where piping of dissimilar metals is to be joined. The
wetted surface of the dielectric fitting contacted by potable water shall contain less than 0.25
percent of lead by weight.

PIPING CONNECTIONS

Comply with requirements for piping specified in Section 22 11 16 "Domestic Water Piping."
Drawings indicate general arrangement of piping, fittings, and specialties.

Where installing piping adjacent to electric, domestic-water heaters, allow space for service and
maintenance of water heaters. Arrange piping for easy removal of domestic-water heaters.

IDENTIFICATION

Identify system components. Comply with requirements for identification specified in Section 22
05 53 "ldentification for Plumbing Piping and Equipment.”

DEMONSTRATION

Train Owner's maintenance personnel to adjust, operate, and maintain commercial, electric,
domestic-water heaters. Training shall be a minimum of one hour(s).
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END OF SECTION
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