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SECTION 27 11 00 - COMMUNICATIONS EQUIPMENT ROOM FITTINGS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Boxes, enclosures, and cabinets.
2. Power strips.

B. Related Requirements:

1. Section 27 15 13 "Communications Copper Horizontal Cabling" for copper data cabling 
associated with system panels and devices.

1.3 DEFINITIONS

A. Access Provider: An operator that provides a circuit path or facility between the service provider 
and user. An access provider can also be a service provider.

B. BICSI: Building Industry Consulting Service International.

C. PBB: Primary Bonding Busbar (formerly TMGB)

D. RBB: Rack Bonding Busbar

E. RCDD: Registered Communications Distribution Designer.

F. Service Provider: The operator of a telecommunications transmission service delivered through 
access provider facilities.

G. SBB: Secondary Bonding Busbar (formerly TGB)

1.4 ACTION SUBMITTALS

A. Product Data: For each type of product.

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes for equipment racks and cabinets.

2. Include rated capacities, operating characteristics, electrical characteristics, and 
furnished specialties and accessories.
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1.5 QUALITY ASSURANCE

A. Installer Qualifications: Cabling installer must have personnel certified by BICSI on staff.

1. Layout Responsibility: Preparation of Shop Drawings shall be under direct supervision of 
RCDD.

2. Installation Supervision: Installation shall be under direct supervision of Installer 2, 
Copper or Fiber, who shall be present at all times when Work of this Section is performed 
at Project site.

3. Field Inspector: Currently registered by BICSI as RCDD to perform on-site inspection.

PART 2 - PRODUCTS

2.1 BOXES, ENCLOSURES, AND CABINETS

A. Comply with requirements in Section 26 05 33 "Raceways and Boxes for Electrical Systems".  

B. General Requirements for Boxes, Enclosures, and Cabinets: Boxes, enclosures, and cabinets 
shall be listed and labeled for intended location and use.

C. Sheet Metal Outlet and Device Boxes: Comply with NEMA  OS  1 and UL  514A.

D. Cast-Metal Outlet and Device Boxes: Comply with NEMA  FB  1, Type  FD, ferrous alloy, with 
gasketed cover.

E. Small Sheet Metal Pull and Junction Boxes: NEMA  OS  1.

F. Box extensions used to accommodate new building finishes shall be of same material as 
recessed box.

G. Device Box Dimensions: 4 inches square by 2-1/8 inches deep.

2.2 POWER STRIPS

A. Power Strips: Comply with UL  1363.

1. Listed and labeled as defined in NFPA  70, by a qualified testing agency, and marked for 
intended location and application.

2. Rack mounting, with detachable flanges.
3. Height: [1 RU]. .
4. Housing: Metal.
5. Six, 20-A, 120-V  ac, NEMA  WD  6, Configuration  5-20R receptacles.
6. LED indicator lights for power and protection status.
7. LED indicator lights for reverse polarity and open outlet ground.
8. Circuit Breaker and Thermal Fusing: Unit continues to supply power if protection is lost.
9. Cord connected with 15-foot line cord.
10. Rocker-type on-off switch, illuminated when in on position.
11. Surge Protection: UL 1449, Type 3.

a. Maximum Surge Current, Line to Neutral: 72  kA.
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b. Protection modes shall be line to neutral, line to ground, and neutral to ground.
c. UL  1449 Voltage Protection Rating for line to neutral and line to ground shall be 

600  V and 500  V. for neutral to ground.

PART 3 - EXECUTION

3.1 ENTRANCE FACILITIES

A. Comply with requirements in Section 27 05 28 "Pathways for Communications Systems" for 
materials and installation requirements for underground pathways.

3.2 INSTALLATION

A. Comply with NECA 1.

B. Comply with BICSI's "Telecommunications Distribution Methods Manual" for layout of 
communications equipment spaces.

C. Comply with BICSI's "Information Technology Systems Installation Methods Manual" for 
installation of equipment in communications equipment spaces.

D. Bundle, lace, and train conductors and cables to terminal points without exceeding 
manufacturer's limitations on bending radii. Install lacing bars and distribution spools.

E. Coordinate layout and installation of communications equipment in tracks and in room. 
Coordinate service entrance configuration with service provider.

1. Meet jointly with systems providers, equipment suppliers, and Owner to exchange 
information and agree on details of equipment configurations and installation interfaces.

2. Record agreements reached in meetings and distribute them to other participants.
3. Adjust configurations and locations of distribution frames, cross-connects, and patch 

panels in equipment rooms to accommodate and optimize configurations and space 
requirements of communications equipment.

4. Adjust configurations and locations of equipment with distribution frames, cross-connects, 
and patch panels of cabling systems of other communications, electronic safety and 
security, and related systems that share space in equipment room.

F. Coordinate location of power raceways and receptacles with locations of communications 
equipment requiring electrical power to operate.

3.3 SLEEVE AND SLEEVE SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies. Comply 
with requirements in Section 26 05 44 "Sleeves and Sleeve Seals for Electrical Raceways and 
Cabling."

3.4 FIRESTOPPING

A. Comply with requirements in Section  26 84 13 "Penetration Firestopping".
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B. Comply with TIA-569-D, Annex A, "Firestopping."

C. Comply with BICSI's "Information Technology Systems Installation Methods Manual," 
"Firestopping Practices" Ch.

END OF SECTION
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