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SECTION 22 13 16 - SANITARY WASTE AND VENT PIPING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Hub-and-spigot, cast-iron soil pipe and fittings.
2. Hubless, cast-iron soil pipe and fittings.
3. Specialty pipe fittings.

1.3 ACTION SUBMITTALS

A. Product Data: For each type of product.

PART 2 - PRODUCTS

2.1 PERFORMANCE REQUIREMENTS

A. Components and installation shall be capable of withstanding the following minimum working 
pressure unless otherwise indicated:

1. Soil, Waste, and Vent Piping: 10-foot head of water.

2.2 PIPING MATERIALS

A. Piping materials shall bear label, stamp, or other markings of specified testing agency.

B. Comply with requirements in "Piping Schedule" Article for applications of pipe, tube, fitting 
materials, and joining methods for specific services, service locations, and pipe sizes.

2.3 HUB-AND-SPIGOT, CAST-IRON SOIL PIPE AND FITTINGS

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following:

1. AB & I Foundry; a part of the McWane family of companies.
2. Charlotte Pipe and Foundry Company.
3. Tyler Pipe; a part of McWane family of companies.
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B. Pipe and Fittings: ASTM A 74, Service class(es).

C. Gaskets: ASTM C 564, rubber.

2.4 HUBLESS, CAST-IRON SOIL PIPE AND FITTINGS

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following:

1. AB & I Foundry; a part of the McWane family of companies.
2. Charlotte Pipe and Foundry Company.
3. Tyler Pipe; a part of McWane family of companies.

B. Pipe and Fittings: ASTM A 888 and CISPI 301.

C. CISPI, Hubless-Piping Couplings:

1. Standards: ASTM C 1277 and CISPI 310.
2. Description: Stainless-steel corrugated shield with stainless-steel bands and tightening 

devices; and ASTM C 564, rubber sleeve with integral, center pipe stop.

D. Cast-Iron, Hubless-Piping Couplings:

1. Standard: ASTM C 1277.
2. Description: Two-piece ASTM A 48/A 48M, cast-iron housing; stainless-steel bolts and 

nuts; and ASTM C 564, rubber sleeve with integral, center pipe stop.

2.5 SPECIALTY PIPE FITTINGS

A. Transition Couplings:

1. Shielded, Nonpressure Transition Couplings:

a. Standard: ASTM C 1460.
b. Description: Elastomeric or rubber sleeve with full-length, corrosion-resistant outer 

shield and corrosion-resistant-metal tension band and tightening mechanism on 
each end.

c. End Connections: Same size as and compatible with pipes to be joined.

PART 3 - EXECUTION

3.1 EARTH MOVING

A. Comply with requirements for excavating, trenching, and backfilling specified in Section 31 20 
00 "Earth Moving."
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3.2 PIPING INSTALLATION

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping 
systems.

1. Indicated locations and arrangements were used to size pipe and calculate friction loss, 
expansion, pump sizing, and other design considerations.

2. Install piping as indicated unless deviations to layout are approved on coordination 
drawings.

B. Contractor shall carefully follow the Drawings in laying out and installing his work and he shall 
not deviate therefrom, except for structural or interior finish interferences, and then only upon 
Engineer's approval.

C. All pipe and fittings shall be carefully inspected for defects in workmanship prior to installation. 
Any item found unsuitable, cracked, or otherwise defective shall be rejected and removed from 
the jobsite. All pipe and fittings shall have factory applied markings, stampings, or nameplates 
with sufficient data for identification to determine their conformance with specified requirements.

D. During construction all openings in piping shall be kept closed except when actual work is being 
performed on that item. Closures shall be plugs, caps, blind flanges, or other items specifically 
intended for this purpose. Exercise all necessary care to prevent foreign objects from entering 
material.

E. Install piping in concealed locations unless otherwise indicated and except in equipment rooms 
and service areas.

F. Install piping indicated to be exposed and piping in equipment rooms and service areas at right 
angles or parallel to building walls. Diagonal runs are prohibited unless specifically indicated 
otherwise.

G. All pipe shall be cut to exact measurement, and installed without springing or forcing. Particular 
care shall be taken to avoid creating, even temporarily, undue loads, forces or strains on 
valves, equipment or building elements with piping connections or piping supports.

H. Unless otherwise indicated, branch take offs shall be from top of mains or headers at either a 
45 degree or 90 degree angle from the horizontal plane for air and gas lines, and from top, 
bottom or side for liquids.

I. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal.

J. Install piping to permit valve servicing.

K. Install piping at indicated slopes.

L. Install piping free of sags and bends.

M. Install fittings for changes in direction and branch connections.

N. Install piping to allow application of insulation.

O. Make changes in direction for soil and waste drainage and vent piping using appropriate 
branches, bends, and long-sweep bends.
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1. Sanitary tees and short-sweep 1/4 bends may be used on vertical stacks if change in 
direction of flow is from horizontal to vertical.

2. Use long-turn, double Y-branch and 1/8-bend fittings if two fixtures are installed back to 
back or side by side with common drain pipe.

a. Straight tees, elbows, and crosses may be used on vent lines.

3. Do not change direction of flow more than 90 degrees.
4. Use proper size of standard increasers and reducers if pipes of different sizes are 

connected.

a. Reducing size of waste piping in direction of flow is prohibited.

P. Lay buried building waste piping beginning at low point of each system.

1. Install true to grades and alignment indicated, with unbroken continuity of invert. Place 
hub ends of piping upstream.

2. Install required gaskets according to manufacturer's written instructions for use of 
lubricants, cements, and other installation requirements.

3. Maintain swab in piping and pull past each joint as completed.

Q. Install soil and waste and vent piping at the following minimum slopes unless otherwise 
indicated:

1. Building Sanitary Waste: 2 percent downward in direction of flow for piping NPS 3 and 
smaller; 1 percent downward in direction of flow for piping NPS 4 and larger.

2. Vent Piping: 1 percent down toward vertical fixture vent or toward vent stack.

R. Install cast-iron soil piping according to CISPI's "Cast Iron Soil Pipe and Fittings Handbook," 
Chapter IV, "Installation of Cast Iron Soil Pipe and Fittings."

S. Install engineered soil and waste and vent piping systems as follows:

1. Combination Waste and Vent: Comply with standards of authorities having jurisdiction.
2. Hubless, Single-Stack Drainage System: Comply with ASME B16.45 and hubless, 

single-stack aerator fitting manufacturer's written installation instructions.
3. Reduced-Size Venting: Comply with standards of authorities having jurisdiction.

T. Plumbing Specialties:

1. Install cleanouts at grade and extend to where building sanitary drains connect to building 
sanitary sewers in sanitary waste gravity-flow piping.

a. Install cleanout fitting with closure plug inside the building in sanitary drainage 
force-main piping.

b. Comply with requirements for cleanouts specified in Section 22 13 19 "Sanitary 
Waste Piping Specialties."

2. Install drains in sanitary waste gravity-flow piping.

a. Comply with requirements for drains specified in Section 22 13 19 "Sanitary Waste 
Piping Specialties."
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U. Do not enclose, cover, or put piping into operation until it is inspected and approved by 
authorities having jurisdiction.

V. Install sleeves for piping penetrations of walls, ceilings, and floors.

1. Comply with requirements for sleeves specified in Section 22 05 00 "Common Work 
Results for Plumbing."

W. Install escutcheons for piping penetrations of walls, ceilings, and floors.

1. Comply with requirements for escutcheons specified in Section 22 05 00 "Common Work 
Results for Plumbing."

3.3 JOINT CONSTRUCTION

A. Join hub-and-spigot, cast-iron soil piping with gasket joints according to CISPI's "Cast Iron Soil 
Pipe and Fittings Handbook" for compression joints.

B. Join hubless, cast-iron soil piping according to CISPI  310 and CISPI's "Cast Iron Soil Pipe and 
Fittings Handbook" for hubless-piping coupling joints.

3.4 SPECIALTY PIPE FITTING INSTALLATION

A. Transition Couplings:

1. Install transition couplings at joints of piping with small differences in ODs.
2. In Waste Drainage Piping: Shielded, nonpressure transition couplings.
3. In Aboveground Force Main Piping: Fitting-type transition couplings.
4. In Underground Force Main Piping:

a. NPS 1-1/2 and Smaller: Fitting-type transition couplings.
b. NPS 2 and Larger: Pressure transition couplings.

3.5 INSTALLATION OF HANGERS AND SUPPORTS

A. Comply with requirements for pipe hanger and support devices and installation specified in 
Section  22 05 29 "Hangers and Supports for Plumbing Piping and Equipment." 

1. |Install carbon steel pipe hangers for horizontal piping in noncorrosive environments.
2. Install stainless steel pipe hangers for horizontal piping in corrosive environments.
3. Install carbon steel pipe support clamps for vertical piping in noncorrosive environments.
4. Install stainless-steel pipe support clamps for vertical piping in corrosive environments.
5. Vertical Piping: MSS Type 8 or Type 42, clamps.
6. Install individual, straight, horizontal piping runs:

a. 100 Feet and Less: MSS Type 1, adjustable, steel clevis hangers.
b. Longer Than 100 Feet: MSS Type 43, adjustable roller hangers.
c. Longer Than 100 Feet if Indicated: MSS Type 49, spring cushion rolls.

7. Multiple, Straight, Horizontal Piping Runs 100 Feet or Longer: MSS Type 44, pipe rolls. 
Support pipe rolls on trapeze.
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8. Base of Vertical Piping: MSS Type 52, spring hangers.

B. Install hangers for cast iron and steel soil piping, with maximum horizontal spacing and 
minimum rod diameters, to comply with MSS-58, locally enforced codes, and authorities having 
jurisdiction requirements, whichever are most stringent.

C. Install hangers for piping, with maximum horizontal spacing and minimum rod diameters, to 
comply with manufacturer's written instructions, locally enforced codes, and authorities having 
jurisdiction requirements, whichever are most stringent.

D. Support horizontal piping and tubing within 12 inches of each fitting, valve and coupling.

E. Support vertical runs of cast iron and steel soil piping to comply with MSS-58, locally enforced 
codes, and authorities having jurisdiction requirements, whichever are most stringent.

F. Support vertical runs of piping to comply with manufacturer's written instructions, locally 
enforced codes, and authorities having jurisdiction requirements, whichever are most stringent.

3.6 CONNECTIONS

A. Drawings indicate general arrangement of piping, fittings, and specialties.

B. Connect soil and waste piping to exterior sanitary sewerage piping. Use transition fitting to join 
dissimilar piping materials.

C. Connect waste and vent piping to the following:

1. Plumbing Fixtures: Connect waste piping in sizes indicated, but not smaller than required 
by plumbing code.

2. Plumbing Fixtures and Equipment: Connect atmospheric vent piping in sizes indicated, 
but not smaller than required by authorities having jurisdiction.

3. Plumbing Specialties: Connect waste and vent piping in sizes indicated, but not smaller 
than required by plumbing code.

4. Install test tees (wall cleanouts) in conductors near floor and floor cleanouts with cover 
flush with floor.

5. Comply with requirements for specified in Section  22 13 19 "Sanitary Waste Piping 
Specialties."

6. Equipment: Connect waste piping as indicated.

a. Provide shutoff valve if indicated and union for each connection.
b. Use flanges instead of unions for connections NPS 2-1/2 and larger.

D. Where installing piping adjacent to equipment, allow space for service and maintenance of 
equipment.

E. Make connections according to the following unless otherwise indicated:

1. Install unions, in piping NPS 2 and smaller, adjacent to each valve and at final connection 
to each piece of equipment.

2. Install flanges, in piping NPS 2-1/2 and larger, adjacent to flanged valves and at final 
connection to each piece of equipment.

F. Vent Flashing: For membrane roofing systems, vent flashing shall be provided by roof system 
installer.  For all other systems flashing is by General Contractor.
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3.7 IDENTIFICATION

A. Identify exposed sanitary waste and vent piping.

B. Comply with requirements for identification specified in Section 22 05 53 "Identification for 
Plumbing Piping and Equipment."

3.8 CLEANING AND PROTECTION

A. Clean interior of piping. Remove dirt and debris as work progresses.

B. Protect sanitary waste and vent piping during remainder of construction period to avoid 
clogging with dirt and debris and to prevent damage from traffic and construction work.

C. Place plugs in ends of uncompleted piping at end of day and when work stops.

D. Exposed Piping: Protect plumbing vents exposed to sunlight with two coats of water-based 
latex paint.

E. Repair damage to adjacent materials caused by waste and vent piping installation.

3.9 PIPING SCHEDULE

A. Flanges and unions may be used on aboveground pressure piping unless otherwise indicated.

B. Aboveground, soil and waste piping NPS 4 and smaller shall be any of the following:

1. Hubless, cast-iron soil pipe and fittings; CISPI hubless-piping couplings; and coupled 
joints.

2. Dissimilar Pipe-Material Couplings: Shielded, nonpressure transition couplings.

C. Aboveground, vent piping NPS 4 and smaller shall be any of the following:

1. Hubless, cast-iron soil pipe and fittings; CISPI hubless-piping couplings; and coupled 
joints.

2. Dissimilar Pipe-Material Couplings: Shielded, nonpressure transition couplings.

D. Underground, soil, waste, and vent piping NPS 4 and smaller shall be any of the following:

1. Service class, cast-iron soil piping; gaskets; and gasketed joints.

END OF SECTION
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