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SECTION 26 56 00 - EXTERIOR LIGHTING

PART 1 - GENERAL

1.1

A.

1.2

1.3

o O

m

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1. Exterior luminaires.

DEFINITIONS

CCT: Correlated color temperature.

CRI: Color rendering index.

Fixture: See "Luminaire."

IP: International Protection or Ingress Protection Rating.
Lumen: Measured output of lamp and luminaire, or both.

Luminaire: Complete lighting unit, including lamp, reflector, and housing.

ACTION SUBMITTALS
Submittal Process

1. Luminaires shall be submitted separately from lighting controls. Combined luminaire and
controls submittals will be rejected without review.

2. Luminaire submittals shall be complete and contain all fixtures listed in the Lighting
Fixture Schedule. Partial, incomplete, or preliminary submittals for luminaires will be
rejected without review.

3. Luminaire submittals shall clearly indicate all equipment, features, models, accessories,
and the like either by highlighting the appropriate options or by writing the manufacturer's
complete model number on the product information sheet. Cutsheets without specific
product characteristics indicated will be rejected without review.

4. Exceptions to the above are at the discretion of the lighting designer/reviewer.

Product Data: For each type of luminaire.

1. Arrange in order of luminaire designation.
2. Include data on features, accessories, and finishes.
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3. Include physical description and dimensions of luminaire.

4, Lamps, include life, output (lumens, CCT, and CRI), and energy-efficiency data.

5 Photometric data and adjustment factors based on laboratory tests IES LM-79 and IES
LM-80.

a. Manufacturer's Certified Data: Photometric data certified by manufacturer's
laboratory with a current accreditation under the NVLAP for Energy Efficient
Lighting Products.

6. Wiring diagrams for power, control, and signal wiring.

7. Photoelectric relays.

8. Means of attaching luminaires to supports and indication that the attachment is suitable
for components involved.

C. Shop Drawings: For nonstandard or custom luminaires.

1. Include plans, elevations, sections, and mounting and attachment details.

2. Include details of luminaire assemblies. Indicate dimensions, weights, loads, required
clearances, method of field assembly, components, and location and size of each field
connection.

3. Include diagrams for power, signal, and control wiring.

D. Product Schedule: For luminaires and lamps. Use same designations indicated on Drawings.
1.5 CLOSEOUT SUBMITTALS
A. Operation and Maintenance Data: For luminaires to include in operation and maintenance
manuals.

1. Name and address of not less than one service agency for installed equipment.

2. Approved shop drawings indicating all selected options for each piece of lighting
equipment.

3. Summary of required actions for routine maintenance and cleaning.

1.6 MAINTENANCE MATERIAL SUBMITTALS

A. Furnish extra materials that match products installed and that are packaged with protective
covering for storage and identified with labels describing contents.

1. Lamps: Ten for every 100 of each type and rating installed. Furnish at least one of each
type.

2. Glass, Acrylic, and Plastic Lenses, Covers, and Other Optical Parts: One for every 100 of
each type and rating installed. Furnish at least one of each type.

3. Diffusers and Lenses: One for every 100 of each type and rating installed. Furnish at
least one of each type.

4, Drivers: One for every 10 of each luminaire type installed. Furnish at least one of each

type.
1.7 QUALITY ASSURANCE

A. Luminaire Photometric Data Testing Laboratory Qualifications: Luminaire manufacturers'
laboratory that is accredited under the NVLAP for Energy Efficient Lighting Products.
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1.8

1.9

1.10

Provide luminaires from a single manufacturer for each luminaire type.

Each luminaire type shall be binned within a three-step MacAdam Ellipse to ensure color
consistency among luminaires.

Installer Qualifications: An authorized representative who is trained and approved by
manufacturer.
DELIVERY, STORAGE, AND HANDLING

Protect finishes of exposed surfaces by applying a strippable, temporary protective covering
prior to shipping.

Store products in a clean, conditioned, dry space, protected from weather and in
manufacturer's original packaging until ready for installation.
FIELD CONDITIONS

Verify existing and proposed utility structures prior to the start of work associated with luminaire
installation.

Mark locations of exterior luminaires for approval by Architect prior to the start of luminaire
installation.
WARRANTY

Warranty: Manufacturer and Installer agree to repair or replace components of luminaires that
fail in materials or workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:
a. Structural failures, including luminaire support components.
b. Faulty operation of luminaires and accessories.
C. Deterioration of metals, metal finishes, and other materials beyond normal
weathering.

2. Warranty Period: Minimum five year(s) from date of Substantial Completion.

PART 2 - PRODUCTS

2.1

A.

LUMINAIRE REQUIREMENTS

Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70,
by a qualified testing agency, and marked for intended location and application.

UL Compliance: Comply with UL 1598.

Nominal Operating Voltage: As indicated on Lighting Fixture Schedule.
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2.2

Color Rendering Index (CRI): As indicated on Lighting Fixture Schedule.

Correlated Color Temperature (CCT): As indicated on Lighting Fixture Schedule.

LED Lifetime: As indicated on Lighting Fixture Schedule. Lifetime shall be considered a
predicted time where average lumen output reaches 70 percent of initial output as measured in
accordance with IESNA LM-80 testing requirements.

LED boards and drivers: Field replaceable.

Internal driver.

In-line Fusing: Separate in-line fuse for each luminaire.

Source Limitations: Obtain luminaires from single source from a single manufacturer.

MATERIALS
Metal Parts: Free of burrs and sharp corners and edges.
Sheet Metal Components: Form and support to prevent warping and sagging.

Doors, Frames, and Other Internal Access: Smooth operating, free of light leakage under
operating conditions, and designed to permit relamping without use of tools. Designed to
prevent doors, frames, lenses, diffusers, and other components from falling accidentally during
relamping and when secured in operating position. Doors shall be removable for cleaning or
replacing lenses.

Diffusers and Globes:

1. Acrylic Diffusers: 100 percent virgin acrylic plastic, with high resistance to yellowing and
other changes due to aging, exposure to heat, and UV radiation.

2. Glass: Annealed crystal glass unless otherwise indicated.

3 Lens Thickness: At least 0.125 inch minimum unless otherwise indicated.

Lens and Refractor Gaskets: Use heat- and aging-resistant resilient gaskets to seal and
cushion lenses and refractors in luminaire doors.

Housings:
1. Rigidly formed, weather- and light-tight enclosure that will not warp, sag, or deform in
use.

2. Provide filter/breather for enclosed luminaires.

Factory-Applied Labels: Comply with UL 1598. Include recommended LED replacement
components. Labels shall be located where they will be readily visible to service personnel, but
not seen from normal viewing angles when lamps are in place.

1. Label shall include the following lamp characteristics:

a. "USE ONLY" and include specificLED type.
b. CCT and CRI for all luminaires.
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23

24

FINISHES

Variations in Finishes: Noticeable variations in same piece are unacceptable. Variations in
appearance of adjoining components are acceptable if they are within the range of approved
Samples and are assembled or installed to minimize contrast.

Luminaire Finish: Manufacturer's standard paint applied to factory-assembled and -tested
luminaire before shipping. Where indicated, match finish process and color of pole or support
materials.

LUMINAIRE SUPPORT COMPONENTS

Comply with requirements in Section 26 05 29 "Hangers and Supports for Electrical Systems"
for channel and angle iron supports and nonmetallic channel and angle supports.

PART 3 - EXECUTION

3.1

A.

EXAMINATION

Examine substrates, areas, and conditions, with Installer present, for compliance with
requirements for installation tolerances and other conditions affecting performance of the Work.

Examine roughing-in for luminaire electrical conduit to verify actual locations of conduit
connections before luminaire installation.

Examine walls, roofs, and ceilings for suitable conditions where luminaires will be installed.

Proceed with installation only after unsatisfactory conditions have been corrected.

GENERAL INSTALLATION REQUIREMENTS
Comply with NECA 1.

Use fastening methods and materials selected to resist seismic forces defined for the
application and approved by manufacturer.

Fasten luminaire to structural support.

Supports:

1. Sized and rated for luminaire weight.

2. Able to maintain luminaire position after cleaning and relamping.

3. Support luminaires without causing deflection of finished surface.

4, Luminaire-mounting devices shall be capable of supporting a horizontal force of 100

percent of luminaire weight and a vertical force of 400 percent of luminaire weight.

Wall-Mounted Luminaire Support:
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3.3

3.5

3.6

1. Attached to structural members in walls.
Wiring Method: Install cables in raceways. Conceal raceways and cables.

Install luminaires level, plumb, and square with finished grade unless otherwise indicated.
Install luminaires at height and aiming angle as indicated on Drawings.

Coordinate layout and installation of luminaires with other construction.

Adjust luminaires that require field adjustment or aiming. Include adjustment of photoelectric
device to prevent false operation of relay by artificial light sources, favoring a north orientation.

Comply with requirements in Section 26 05 19 "Low-Voltage Electrical Power Conductors and
Cables" and Section 26 05 33 "Raceways and Boxes for Electrical Systems" for wiring
connections and wiring methods.

INSTALLATION OF INDIVIDUAL GROUND-MOUNTED LUMINAIRES

Aim as indicated on Drawings.

Install on concrete base as indicated on drawings.

CORROSION PREVENTION

Aluminum: Do not use in contact with earth or concrete. When in direct contact with a dissimilar
metal, protect aluminum by insulating fittings or treatment.

Steel Conduits: Comply with Section 26 05 33 "Raceways and Boxes for Electrical Systems." In

concrete foundations, wrap conduit with 0.010-inch-thick, pipe-wrapping plastic tape applied

with a 50 percent overlap.

IDENTIFICATION

Identify system components, wiring, cabling, and terminals. Comply with requirements for

identification specified in Section 26 05 53 "Identification for Electrical Systems."

FIELD QUALITY CONTROL

Inspect each installed luminaire for damage. Replace damaged luminaires and components.

Perform the following tests and inspections:

1. Operational Test: After installing luminaires, switches, and accessories, and after
electrical circuitry has been energized, test units to confirm proper operation.

2. Verify operation of photoelectric controls.

lllumination Tests:
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3.7

3.8

1. Operational Test: After installing luminaires, switches, and accessories, and after
electrical circuitry has been energized, test units to confirm proper operation.

Luminaire will be considered defective if it does not pass tests and inspections.

Prepare a written report of tests, inspections, observations, and verifications indicating and
interpreting results. If adjustments are made to lighting system, retest to demonstrate
compliance with project requirements.

ADJUSTING

Occupancy Adjustments: When requested within 12 months of date of Substantial Completion,
provide on-site assistance in adjusting the direction of aim of luminaires to suit occupied
conditions. Make up to two visits to Project during other-than-normal hours for this purpose.
Some of this work may be required during hours of darkness.

1. During adjustment visits, inspect all luminaires. Replace lamps or luminaires that are
defective.

2. Parts and supplies shall be manufacturer's authorized replacement parts and supplies.

3. Adjust the aim of luminaires in the presence of the Architect.

CLEANING

Remove protective coverings, dirt, dust, debris, fingerprints, and any other foreign material
upon completion of project.

Replace broken, scratched, or otherwise damaged lenses, reflectors, or other luminaire parts
upon completion of project without expense to Owner.

END OF SECTION
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