
TYPICAL INTERIOR TRENCH DETAIL
SCALE: 3/4" = 1'-0"

3
A-25

DE
PT

H 
OF

 T
RE

NC
H 

VA
RI

ES
NO

TE
 1

NO
TE

 2
NO

TE
 3 NO

TE
 4

NOTE 1: ALL INTERIOR TRENCHING IN EXISTING BUILDING TO REMAIN IS CONSIDERED TO BE 
CUTTING AND PATCHING AND  SHALL BE BY THE G.C.  LOCATION, LAYOUT, SIZING, AND
DEPTH INFORMATION SHALL BE PROVIDED TO G.C. BY TRADE REQUIRING SAME.  THE G.C.
SHALL REVIEW THE MEP DEMOLITION DRAWINGS TO DETERMINE THE FULL EXTENT OF
THE CUTTING AND PATCHING (TRENCHING) WORK.

NOTE 2: ALL HANDWORK IN TRENCH SHALL BE BY THE TRADE RESPONSIBLE FOR THE 
INSTALLATION.

NOTE 3: STRUCTURAL BACKFILL SHALL BE PROVIDED PER THE SPECIFICATIONS BY THE G.C..  
WORK SHALL INCLUDE REQUIRED QUALITY CONTROL TESTING BY THE G.C.

NOTE 4: 4" STONE BASE BY G.C.

NOTE 5: VAPOR BARRIER BY G.C.

NOTE 6: REINFORCED CONCRETE SLAB BY G.C. AT ALL LOCATIONS.  G.C. SHALL COORDINATE AND
PROVIDE ANY REQUIRED SLAB DEPRESSIONS.  G.C. SHALL COORDINATE FLOOR RECESS
WHERE REQUIRED.

NOTE 7: WHERE TRENCHING IS IN AN EXISTING FINISH SYSTEM TO REMAIN, THE G.C. SHALL SHALL
RESTORE FINAL WORK TO MATCH EXISTING FINISH(ES).
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BEDDING MATERIAL PER MEP
SPECIFICATIONS PROVIDED BY

G.C. AS BACKFILL

PIPE OR CONDUIT PER MEP
DRAWINGS AND SPECIFICATIONS

STRUCTURAL FILL COMPACTED
IN MAXIMUM 8" LIFTS

4" STONE BASE
VAPOR BARRIER

4" REINFORCED CONCRETE SLAB
- MINIMUM 3500 PSI

NEW OR EXISTING FLOOR FINISH
1/2" DOWELS @ 24" O.C
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WIDTH OF TRENCH
VARIES NOTE 1

8"
8"

FLOOR LINE

CEILING LINE
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CORNER GUARD DETAIL
SCALE: 3/4" = 1'-0"
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NOTE: PROVIDE 90° AND 135° CORNER GUARDS
IN ALL LOCATIONS SHOWN ON PLANS.

VINYL CORNER
GUARD

A-25
2

2"

SCALE: FULL
CORNER GUARD DETAIL

2"

VINYL COVER
.080"

CONTINUOUS ALUMINUM
RETAINER .070"

SELF TAPPING SCREWS

RETURN GRILLE MOUNTING DETAILS
SCALE: 1-1/2" = 1'-0"
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8" CONCRETE BLOCK
STEEL ANGLE LINTEL (PAINTED)

HEAVY DUTY RETURN GRILLE
SUPPLIED AND INSTALLED BY

HC.  GC COORDINATE OPENING
SIZE WITH HC PRIOR TO

CONSTRUCTING CHASE WALL.

FLOORING - REFER TO ROOM
FINISH SCHEDULE

RESILIENT BASE
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 C
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SOLID CONCRETE BLOCK

CONCRETE BLOCK (PAINTED)

STEEL ANGLE LINTEL (PAINTED)

HEAVY DUTY RETURN GRILLE
SUPPLIED AND INSTALLED BY

HC.  GC COORDINATE OPENING
SIZE WITH HC PRIOR TO

CONSTRUCTING CHASE WALL.

FLOORING - REFER TO ROOM
FINISH SCHEDULE

RESILIENT BASE

GC
 C
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RD
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5/8" GYPSUM BOARD (PAINTED)
ON 3-5/8" METAL STUDS

SOLID CONCRETE BLOCK
(PAINTED)

GC
 C
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BOX BEAM HEADER

HEAVY DUTY RETURN GRILLE
SUPPLIED AND INSTALLED BY

HC.  GC COORDINATE OPENING
SIZE WITH HC PRIOR TO

CONSTRUCTING CHASE WALL.

RESILIENT BASE

FLOORING - REFER TO ROOM
FINISH SCHEDULE

RETURN GRILLE IN NEW
CONCRETE BLOCK WALL

RETURN GRILLE IN EXISTING
CONCRETE BLOCK WALL

RETURN GRILLE IN NEW
GYPSUM BOARD WALL

EXISTING CONCRETE BLOCK
(PAINTED)

TYPICAL FLOOR DRAIN
INSTALLATION IN EXISTING FLOOR6

A-25 SCALE:  1-1/2" = 1'-0"

NOTES:  

DRAIN SHOWN IS SCHEMATIC.  COORDINATE DRAIN WITH SPECIFICATIONS AND PLUMBING DRAWINGS

G.C. SHALL COORDINATE ALL AFFECTED WORK WITH CONTRACTOR PERFORMING WORK ON AND AROUND DRAIN.

REMOVE EXISTING SLAB 2'-0" X 2'-0"
SQUARE AROUND CENTER OF DRAIN

REPLACE VAPOR BARRIER WITH COMPATIBLE
NEW PRODUCT - REFER TO SPECIFICATIONS

STONE BASE - MATCH DEPTH OF EXISTING STONE BASE

FLOOR DRAIN
CONCRETE SLAB - MATCH THICKNESS OF EXISTING CONCRETE SLAB

EXISTING STONE BASE (TYP)

EXISTING CONCRETE SLAB (TYP)

1 4"

1/2" X 12" DOWELS - 1
DOWEL PER SIDE (4 PER

DRAIN TOTAL) FINISHED FLOOR - REFER TO
ROOM FINISH SCHEDULE

BRICK FACE SHALL BE
ALIGNED WITH EXISTING
SPLIT FACED CMU (TYP.)

FACE BRICK COLOR #2

EXISTING STEEL PLATE
(PAINTED)

CUSTOM STAINLESS STEEL
FLASHING ENTIRE PERIMETER

TYPICAL COLUMN DETAIL
SCALE: 3/4" = 1'-0"
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FACE BRICK COLOR #1

1"

ADJUSTABLE BRICK
ANCHORS @ 16 " O.C.

EXISTING STEEL COLUMN

EXISTING COLUMN BASE
STRUCTURE TO REMAIN

EXISTING CAST METAL
LETTERS TO REMAIN
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EXISTING CONCRETE SLAB

EXISTING CONCRETE  PIER

1"

1"

1"

ANCHOR RECEIVERS
WELDED TO EXISTING STEEL
COLUMN

EL
EV

. 1

ELEVATION 1

LED FIXTURE BY EC - TOP
AND BOTTOM OF "FRONT"
AND "BACK" OF COLUMN1"

1"

FACE BRICK COLOR #2

FACE BRICK COLOR #1

EXISTING COLUMN BASE
STRUCTURE TO REMAIN

LED FIXTURE BY EC - TOP
AND BOTTOM OF RECESS AT
THE  "FRONT" AND "BACK"
OF COLUMN

EXISTING WALL
CONSTRUCTION TO
REMAIN

DECORATIVE METAL CEILING
SYSTEM SUSPENDED FROM EX.
METAL FRAMING (9'-8" A.F.F.)

COLUMN SECTION DETAIL
SCALE: 1-1/2" = 1'-0"
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COLUMN SECTION DETAIL
SCALE: 1-1/2" = 1'-0"
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EXISTING BULLNOSE BELOW

EXISTING STRUCTURE
BELOW

EXISTING STEEL COLUMN

EXISTING FACE BRICK BELOW

FACE BRICK

1'-115
8"

1'-115
8"

FACE BRICK

ELECTRICAL DECK CLEARANCE DETAIL
SCALE: 3/4" = 1'-0"
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3" MINUMUM CLEARENCE
FROM DECK TO

TOP OF ANY ELECTRICAL
DEVICE, WIRE OR CONDUIT

METAL DECK
ROOF CONSTRUCTION

STRUCTURE - COORDINATE WITH
STRUCTURAL DRAWINGS

SCALE: 3" = 1'-0"
TYPICAL EXTERIOR EXPANSION JOINT DETAIL5
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WATER-BASED, ACRYLIC-IMPREGNATED,
EXPANDING FOAM ANCHORING SYSTEM

FACTORY APPLIED & CURED
SILICONE BELLOWS FACING

FIELD APPLIED SILICONE
CORNER BEADS

EXISTING
WALL

CONSTRUCTION

5/8" GYP. BD. ON ONE SIDE
W/ 3-5/8" METAL STUD FRAMING

VARIES
REFER TO

PLANS
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TYPICAL CHASE CONSTRUCTION
SCALE: 1/2" = 1'-0"
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EXISTING WALL
CONSTRUCTION (TYP)

EXISTING LINTEL

EXISTING RESILIENT BASE

EXISTING FLOORING

FACE BRICK (MATCH EXISTING,
ADJACENT BRICK)

CONCRETE BLOCK

EXISTING WALL
CONSTRUCTION (TYP)

LOUVER INFILL DETAIL @ FACE BRICK
SCALE: 1-1/2" = 1'-0"
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TYPICAL EXTERIOR WALL EXISTING CRAWLSPACE

EXISTING LINTEL

EXISTING RESILIENT BASE

EXISTING FLOORING

CONCRETE BLOCK

EXISTING WALL
CONSTRUCTION (TYP)

CRAWLSPACE LOUVER INFILL DETAIL @ CMU
SCALE: 1-1/2" = 1'-0"
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TYPICAL EXTERIOR WALL EXISTING

EXISTING LINTEL

EXISTING CONC. FLOOR CUT & REPAIR
SCALE: 1-1/2" = 1'-0"
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EXISTING RESILIENT BASE

EXISTING FLOORING

EXISTING WALL
CONSTRUCTION (TYP)

ELECTRICAL CONDUIT TO
ELECTRICAL PANEL BY EC

RESILIENT BASE

CUT & REPAIR FLOOR AS
NEEDED FOR ELECTRICAL

CONDUIT.  SEE 15/A-25

GC CORE FOR ELECTRICAL CONDUIT -
COORDINATE OPENING SIZE WITH EC - EC SHALL
PROPERLY SEAL WALL PENETRATION AFTER
CONDUIT INSTALLATION

CRAWL SPACE

RECEIVING
161AB

CORRIDOR
161

EPOXY TERRAZZO PATCH DETAIL
SCALE: 1-1/2" = 1'-0"
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EPOXY TERRAZZO PATCH DETAIL W/ EXPANSION
SCALE: 1-1/2" = 1'-0"
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FLOOR-TO-FLOOR EXPANSION JOINT
COVER - MM SYSTEMS SERIES FS OR
EQUAL - PVC SEAL EQUAL TO EXPANSION
JOINT WIDTH

GROUT

ANCHOR AND SLEEVE FASTENER PER
MANUFACTURER

ALUMINUM FRAME

EPOXY TERRAZZO TO MATCH EXISTING

ALUMINUM EDGE STRIP (TYP)

EXISTING TERRAZZO AND CONCRETE SLAB

1/2" X 12" DOWELS @ 16" O.C. (BOTH SIDES)

4" DEPRESSED CONCRETE SLAB (COORD.
DEPRESSION DEPTH W/ EPOXY
TERRAZZO MFR.)

EPOXY TERRAZZO TO MATCH EXISTING

ALUMINUM EDGE STRIP (TYP)

EXISTING TERRAZZO AND CONCRETE SLAB

1/2" X 12" DOWELS @ 16" O.C. (BOTH SIDES)

4" DEPRESSED CONCRETE SLAB (COORD.
DEPRESSION DEPTH W/ EPOXY
TERRAZZO MFR.)

ALUMINUM PLATE THRESHOLD DETAIL
SCALE: 1-1/2" = 1'-0"
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OVERLAP ALUMINUM PLATE 2"
ONTO WOOD FLOOR ±10"

OVERLAP ALUMINUM PLATE 2"
BEYOND CRACK IN FLOOR

EXISTING WOOD DOOR

EXISTING WALL CONSTRUCTION BEYOND

EXISTING HOLLOW METAL FRAME (PAINTED)

REMOVE SPAWLED/CRACKED CONCRETE TO
CREATE A SMOOTH SURFACE AND INFILL
DEPRESSION WITH SELF-LEVELING SEALANT
PRIOR TO INSTALLING ALUMINUM PLATE

2-PIECE 1/8" ALUMINUM PLATE - FASTENED
PER DETAIL 18/A-25

FASTENER @ 8" O.C. SIMILAR TO TAPCON 2-1/4"
X 1/4" STEEL, CLIMASTEEL, TORX, FLAT (TYP)

EXISTING WOOD FLOOR AND SLEEPERS

EXISTING STEEL JOIST

1/8" ALUMINUM PLATE DETAIL
SCALE: 3/4" = 1'-0"
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EXISTING WALL CONSTRUCTION (TYP)

EXISTING HOLLOW METAL FRAME (PAINTED)

EXISTING WOOD DOORS

EXISTING WOOD FLOOR

EXISTING CONCRETE FLOOR

REMOVE SPAWLED/CRACKED CONCRETE TO CREATE A SMOOTH SURFACE AND INFILL DEPRESSION WITH
SELF-LEVELING SEALANT PRIOR TO INSTALLING ALUMINUM PLATE

2-PIECE 1/8" ALUMINUM PLATE

FASTENER SIMILAR TO TAPCON 2-1/4" X 1/4" STEEL, CLIMASTEEL, TORX, FLAT (TYP)1"

10"10"10"4"±4"

11 2"
11 2"

WOOD FASTENER 2-1/4" X 1/4" STEEL, TORX, FLAT (TYP)
CREATE 1-1/2" SLOT IN PLATE ON WOOD FLOOR SLIDE
AND INSTALL FASTENER IN CENTER OF SLOT
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED

JOB NO.:
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