
EXISTING CONCRETE BLOCK

EXISTING PLASTER (PAINTED BLACK)

1/2" HARDWOOD BOARD (CUSTOM STAIN)

1" HARDWOOD BULLNOSE (CUSTOM STAIN) (BEYOND)

FURRING STRIP (PAINTED BLACK)

1 2"

EXISTING FLOOR STRUCTURE

1'-0"

1"
1
2"1

2"

1 2"

1/2" X 12" HARDWOOD BOARD
(CUSTOM STAIN) (TYP)

1" HARDWOOD BULLNOSE (PAINT
FLAT BLACK) (TYP)

EXISTING HARDWOOD TRIM
(REFINISHED - CUSTOM STAIN)

EXISTING HARDWOOD TRIM
(REFINISHED - CUSTOM STAIN)

REMOVE EXISTING CORK EXPANSION
JOINT AND INSTALL NEW  CORK

EXPANSION JOINT ON ENTIRE STAGE
PERIMETER

STAGE FRONT DETAILS
SCALE: 1-1/2" = 1'-0"
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ELEVATIONSECTION

PLAN

EXISTING PLASTER (PAINTED BLACK)

EXISTING CONCRETE BLOCK

EXISTING HARDWOOD TRIM (REFINISHED - CUSTOM STAIN) (ABOVE)

1/2" X 12" HARDWOOD BOARD (CUSTOM STAIN) (TYP)

1" HARDWOOD BULLNOSE (PAINT FLAT BLACK) (TYP)

FURRING STRIP (PAINTED BLACK)

1 2"

1-1/4" X 4" WOOD BLOCKING (PAINTED BLACK)

RESILIENT BASE

RESILIENT BASE ON
WOOD BLOCKING

1 2"

STAGE FRONT SECTION
SCALE: 1-1/2" = 1'-0"
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EXISTING HARDWOOD TRIM
(REFINISHED - CUSTOM STAIN)

LINEAR WOOD GRILLE

1 2"
1 2"

1 2"

1-1/4" X 4" WOOD BLOCKING
(PAINTED BLACK)

RESILIENT BASE

FURRING STRIP (PAINTED BLACK)

EXISTING BLOCKING (PAINTED BLACK) -
V.I.F. AND CONSULT W/ ARCHITECT PRIOR

TO INSTALLATION OF NEW MATERIALS

1/2" HARDWOOD BOARD
(CUSTOM STAIN)

1" HARDWOOD BULLNOSE
(CUSTOM STAIN) (BEYOND)

EXISTING CONCRETE BLOCK

EXISTING PLASTER (PAINTED BLACK)

STAGE SIDE DETAILS
SCALE: 1-1/2" = 1'-0"
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EXISTING STAGE
FLOORING AND SUBFLOOR
EXISTING
CONCRETE SLAB

REMOVE APPROXIMATELY 18" OF
EXISTING WOOD FLOOR AND

SALVAGE FOR REINSTALLATION

UTILIZE SALVAGED WOOD FLOORING TO
CREATE SLOPED SURFACE.  PROVIDE
ADDITIONAL WOOD FLOORING MATERIAL TO
MATCH EXCISING WOOD SPECIES IF SALVAGED
MATERIAL IS INSUFFICIENT.

STEP LIGHT (TYP) - REFER
TO DETAIL 6/A-A5

EXISTING CONCRETE STAIR STRUCTURE

CARPET ON TREAD AND RISER.
PROPERLY CLEAN AND PREPARE

EXISTING SURFACES PER
MANUFACTURER'S

RECOMMENDATIONS PRIOR TO
INSTALLING CARPET.

REMOVE EXISTING CORK EXPANSION JOINT
AND INSTALL NEW  CORK EXPANSION JOINT ON
ENTIRE STAGE PERIMETER

11 2"

ENLARGED FRONT OF AUDITORIUM - EAST
SCALE: 1-1/2" = 1'-0"
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6"

2 3
4 "

1
2 "

3
4 "

31
2"31

2"

LINEAR WOOD GRILLE - CUSTOM STAIN (TYP)

EXISTING PLASTER - PAINTED BLACK (TYP)

EXISTING HARDWOOD TRIM - REFINISHED W/ CUSTOM STAIN (TYP)

EXISTING STEEL COLUMN

EXISTING CONCRETE BLOCK - PAINTED BLACK (TYP)

3/4" HARDWOOD TRIM - CUSTOM STAIN (TYP)

EXISTING CONCRETE BLOCK - PAINTED BLACK

EXISTING PLASTER - PAINTED BLACK

LINEAR WOOD GRILLE - CUSTOM STAIN (TYP)

3/4" HARDWOOD TRIM - CUSTOM STAIN (TYP)

1/2" GYPSUM BOARD - PAINTED BLACK (TYP)

31
2"

3 4" 3"

HARDWOOD TRIM - CUSTOM STAIN (TYP)

6"
11 2"

3
4 "

2 3
4 " 1

2 "

1-1/2" Ø STEEL HANDRAIL - PAINTED BLACK

HARDWOOD TRIM - CUSTOM STAIN (TYP)

1-1/2" Ø STEEL HANDRAIL - PAINTED BLACK

1 12 "

6"

23 4"

1
2"

3
4"

31
2" 31

2"

LINEAR WOOD GRILLE - CUSTOM STAIN (TYP)

EXISTING PLASTER - PAINTED BLACK (TYP)

EXISTING HARDWOOD TRIM - REFINISHED W/ CUSTOM STAIN (TYP)

EXISTING STEEL COLUMN

EXISTING CONCRETE BLOCK - PAINTED BLACK (TYP)

3/4" HARDWOOD TRIM - CUSTOM STAIN (TYP)

EXISTING CONCRETE BLOCK - PAINTED BLACK

EXISTING PLASTER - PAINTED BLACK

LINEAR WOOD GRILLE - CUSTOM STAIN (TYP)

31
2"

3 4"

3"

HARDWOOD TRIM - CUSTOM STAIN (TYP)

6"
1 12 "

3
4"

23 4"

1
2"

1-1/2" Ø STEEL HANDRAIL - PAINTED BLACK

HARDWOOD TRIM - CUSTOM STAIN (TYP)

1-1/2" Ø STEEL HANDRAIL - PAINTED BLACK

ACOUSTICAL DIFFUSERS - REFER TO DETAILS ON DRAWING A-A6
ACOUSTICAL DIFFUSERS - REFER TO DETAILS ON DRAWING A-A6

31
2"

1
2"

A-A6
4

REMOVE APPROXIMATELY 18" OF
EXISTING WOOD FLOOR AND

SALVAGE FOR REINSTALLATION

AREA OF FLOOR REMOVAL

AREA OF FLOOR REMOVAL

A-A6
4

AREA OF CONCRETE GRIDING
REMOVE APPROXIMATELY 18" OF

EXISTING WOOD FLOOR AND
SALVAGE FOR REINSTALLATION

ENLARGED FRONT OF AUDITORIUM - WEST
SCALE: 1-1/2" = 1'-0"
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3/4" HARDWOOD TRIM - CUSTOM STAIN (TYP) EXISTING HARDWOOD TRIM - CUSTOM STAINEXISTING HARDWOOD TRIM - CUSTOM STAIN

EXISTING HOLLOW METAL FRAME - PAINTED

EXISTING WOOD DOOR - REFINISHED - CUSTOM STAIN

EXISTING STAGE
FLOORING AND SUBFLOOR

EXISTING CONCRETE SLAB

REFER TO PLAN VIEW FOR AREAS
OF FLOOR REMOVAL AND SALVAGE

UTILIZE SALVAGED WOOD FLOORING TO CREATE SLOPED
SURFACE.  PROVIDE ADDITIONAL WOOD FLOORING
MATERIAL TO MATCH EXCISING WOOD SPECIES IF

SALVAGED MATERIAL IS INSUFFICIENT.

INSTALL NEW  CORK EXPANSION JOINT

STAGE FRONT DETAILS
SCALE: 1-1/2" = 1'-0"
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GRIND CONCRETE TO REMOVE HIGH SPOTS FOR APPROXIMATE 12"

SUBFLOOR AND CEMENTITIOUS
UNDERLAYMENT

TO LEVEL LOW SPOTS

REINSTALLED STAGE FLOORING

RESILIENT FLOOR TRANSITION

CARPET
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