EXISTING SPLIT FACE CMU

HORIZONTAL WALL REINFORCING
AND BRICK TIES @ 16" O.C.

RIGID INSULATION TO MATCH EXISTING
ALUMINUM CLOSURE FLASHING

THRU-WALL FLASHING AND STAINLESS
STEEL DRIP PLATE

SPLIT FACE CMU TO MATCH EXISITNG

CMU

GALVANIZED STEEL ANGLE
(5 X 3-1/2 X 5/16") PAINTED.
PROVIDE MINIMUM 8"
BEARING @ EACH END.
ALIGN TOP OF LOUVER
WITH BRICK COURSING.

PLENUM BOX BY H.C.

H.C. SHALL PROPERLY FLANGE DUCT TO
CLOSURE PANEL. FLANGE SHALL

BE SET IN A FULL BED OF SEALANT

AND THE PERIMETER OF ALL

OPENING SHALL BE PROPERLY

SEALED. (TYP)

FULL BED OF SEALANT UNDER SILL PAN
SILL PAN ASSEMBLY WITH END CAPS BY GC
WOOD BLOCKING

PATCH AND FINISH INTERIOR SILL SOLID
WITH CMU AND MORTAR
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G.C VERIFY EXISTING WALL

CONSTRUCTION AND NOTIFY
ARCHITECT OF ANY DIFFERENCES
FOUND PRIOR TO PROCEEDING
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(PAINTED) (BEYOND)

1-1/2" MUD BED

CERAMIC TILE

(E) ROUND OPNG. < 12" DIA. OR
RECTANGULAR OPNG. < 12" (ON
SMALLEST SIDE) TO BE INFILLED
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— INFILL EXISTING OPENING W/
EXISTING SLAB SIKAGROUT 328 MIXED WITH 3/8" PEA
GRAVEL PER MFR'S
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1
\L ROUGHEN EXISTING CONCRETE, CLEAN AND

APPLY SIKADUR 32 BONDING AGENT. WHERE
EXISTING OPENING IS LINED W/ A PVC PIPE,
REMOVE PVC, ROUGHEN CONCRETE AND APPLY
SIKADUR 32 BONDING AGENT. WHERE EXISTING
OPENING IS LINED W/ A STEEL PIPE, CLEAN PIPE
AND APPLY SIKADUR 32 BONDING AGENT.

NOTE: MAXIMUM OPENING DIAMETER FOR WHICH THIS
DETAIL MAY BE USED =2 * "A", "A" = SLAB THICKNESS.
SEE OTHER DETAILS WHERE OPENING IS LARGER.

/2 FLOOR REPAIR DETAILS
Q-_zy SCALE: 3/4" = 10"
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SOLID POLYMER THRESHOLD 4‘\

/3" DEPRESSED SLAB DETAIL @ DOOR

A-26 SCALE: 6" = 10"
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CONCRETE SLAB

NEW OR EXISTING
EPOXY TERRAZZO

ORIGINAL OPNG.
DIAMETER + 1"

—— TAPER AND ROUGHEN SIDES OF EXISTING
OPNG.

EXISTING SLAB —
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1/2" DIA. EXP. BOLT; TYP., E.E.
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DIAMETER OF EXISTING
OPENING THROUGH FLOOR

NOTE: THIS DETAIL IS APPLICABLE FOR INFILLING EXISTING OPENINGS
AT LOCATIONS WHERE LARGEST OPENING DIMENSION < 0-9".

€ DOOR WHERE
REQUIRED

CARPET OR WALK-OFF CARPET

EXISTING SLAB
OPENING
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0-3" 0:3'  BOLTS; TYP. EE.
NEW Laxdx1/4

11/2" DP. x 22 GA. TYPE "B"
ROOF DECK

NOTE: THIS DETAIL IS APPLICABLE FOR INFILLING EXISTING OPENINGS
AT LOCATIONS WHERE LARGEST OPENING DIMENSION < 3'-0".

& OF DOOR WHERE REQUIRED
CARPET TO LVT ADAPTER
LVT, RUBBER TILE OF SIMILAR MATERIAL

CARPET (OR WALK-OFF) TO LVT (OR RUBBER TILE)
TRANSITION DETAIL

SCALE: 6" =1-0"

EXISTING TERRAZZO

ADAPTOR
WALK-OFF CARPET

CARPET (OR WALK-OFF) TO EXISTING TERRAZZO DETAIL

SCALE: 6" =1'-0"

CONTROL JOINT (BOTH
SIDES OF WALL

5/8" GYPSUM BOARD
(PAINTED) (TYP)

METAL STUDS (TYP) - SIZE
VARIES - REFER TO WALL TYPES

REFER TO WALL TYPES FOR
INSULATION REQUIREMENTS

CONTROL JOINT (BOTH
SIDES OF WALL

SOUND ATTENUATION FIRE BLANKET
COMPRESSED TO FILL VOID

5/8" TYPE X GYPSUM
BOARD (PAINTED) (TYP)

METAL STUDS (TYP) - SIZE
VARIES - REFER TO WALL TYPES

REFER TO WALL TYPES FOR
INSULATION REQUIREMENTS
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NON-RATED WALL
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NOTE: CONCRETE SLAB SHALL BE GROUND TO THE DEPTH OF THE TERRAZZO TO
ENSURE A FLUSH TRANSITION TO THE POLISHED CONCRETE.

SEALED CONCRETE TO TERRAZZO TRANSITION DETAIL

SCALE: 6" =1-0"

€ OF DOOR WHERE REQUIRED
LOCATION OR COLOR OR MATERIAL CHANGE

/ VCT, RUBBER TILE OR SIMILAR MATERIAL

VCT (OR RUBBER TILE) TO VCT (OR RUBBER TILE)

TRANSITION DETAIL
SCALE: 6" =1-0"
CONTROL JOINT (BOTH
SIDES OF WALL

SOUND ATTENUATION FIRE BLANKET
COMPRESSED TO FIT

(2) LAYERS 5/8" TYPE X GYPSUM
BOARD (PAINTED) (TYP)

METAL STUDS (TYP) - SIZE
VARIES - REFER TO WALL TYPES

REFER TO WALL TYPES FOR
INSULATION REQUIREMENTS \
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1 HOUR RATED WALL

w_y
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2 HOUR RATED WALL

/«\_ TYPICAL GYPSUM BOARD CONTROL JOINTS

o/

SCALE: 6" =1'-0"
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www.aem-arch.com

Fax: 610.779.9022

AEM‘ ARCHITECTS e
|

3700 PERKIOMEN AVENUE, READING, PA 19606-2795

Phone: 610.779.3220

RENOVATIONS TO THE COCALICO MIDDLE SCHOOL
SOUTH 4TH STREET, DENVER BOROUGH, LANCASTER COUNTY, PA

COCALICO SCHOOL DISTRICT

TYPICAL DETAILS

All DIMENSIONS and EXISTING CONDITIONS
shall be CHECKED and VERIFIED
by the CONTRACTOR at the SITE.

JOB NO.: 23001.00
DRAWN BY: JDK
DATE: 04.12.24
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