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F.F. STAGE/CORRIDOR
EL. 423.00'

F.F. ORCHESTRA PIT
EL. 419.67'

EXISTING WOOD SHALL BE SANDED AND CUSTOM
STAINED TO MATCH ACOUSTICAL DIFFUSER

EXISTING STEEL COLUMN (PAINTED)

EX EX EX EX EX

EXISTING WOOD DOOR SHALL BE SANDED AND
CUSTOM STAINED TO MATCH ACOUSTICAL

DIFFUSER (TYP @ ALL AUDITORIUM DOORS)

AUDITORIUM INTERIOR ELEVATION

EXISTING STRUCTURE (PAINTED)

EXISTING STRUCTURE (PAINTED)

EXISTING CMU (PAINTED)

EXISTING WOOD DOOR AND HOLLOW
METAL FRAME (PAINTED BLACK)

RESILIENT BASE

EXISTING WOOD DOOR SHALL BE SANDED AND
CUSTOM STAINED TO MATCH ACOUSTICAL

DIFFUSER (TYP @ ALL AUDITORIUM DOORS)

NOTE: CEILING CLOUDS NOT SHOWN ON ELEVATION FOR CLARITY - REFER TO BUILDING SECTION A-A FOR CLOUD HEIGHTS.

ACOUSTICAL DIFFUSERS

HARDWOOD TRIM BY DIFFUSER
MANUFACTURER TO MATCH
SPECIES AND FINISHES.

1 X 3 WOOD BLOCKING
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REFER TO DRAWING A-24, A-25 FOR TYPICAL DETAILS.
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REFER TO DRAWING A-22 FOR TYPICAL SCHEDULES, LEGENDS AND RENOVATION NOTES.




