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ALL EXPOSED AREAS OF STEEL
LINTEL SHALL BE CLEANED TO

BE BARE METAL , PROPERLY

KEYED ELEVATION NOTES Eiﬁ\ﬁ%%ED , PRIMED AND i
WORK IN THIS AREA SHALL BE INCLUDED IN THE BASE BID. ~— ' "
«  TOTAL PROJECT REPAIR AREA - 250 SF.
«  TOTAL EXISTING CONTROL JOINTS - 1850 LF. o / EXISTING WINDOW TO REMAIN. I
«  TOTAL NEW CONTROL JOINTS - 1,000 LF. o \_.
OMITTED L
REFER TO TYPICAL EXTERIOR ELEVATION AT WINDOWS ON DRAWING 1/A-D4 FOR WORK IN THIS AREA.
REMOVE EXISTING SEALANT,
PROPERLY CLEAN SURFACES
REFER TO DRAWING A-25 FOR NEW COLUMN SURROUND DETAILS. B jAitofsaibedtiova ‘
INFILL EXISTING HVAC LOUVER. REFER TO DETAIL 8/A-24, 9/A-24 OR 10/A-24. / : @
[6] INFILL EXISTING CRAWLSPACE HVAC LOUVER. REFER TO DETAIL 12/A-25 OR 13/A-25. e 5
REMOVE EXISTING GENERATOR EXHAUST PIPE.(BY E.C.) INFILL MASONRY OPENING.( BY G.C.) i
NEW LOUVER BY HC. GC SHALL PROVIDE NEW OPENING SIMILAR TO DETAIL 1/A-26. — =
Y4 :
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AB3 /] SCALE 3/4"=1-0" SCALE: 1/8" = 1-0"
MASONRY CONDITION AROUND THE WINDOW MAY DIFFER FROM DRAWING - VERIFY IN FIELD.
GRAPHIC LEGEND EXISTING EQUIPMENT LEGEND
(REFER TO MASONRY RESTORATION NOTE F ON THIS DRAWING)
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MASONRY RESTORATION NOTES < B ‘Z’:
—_— wy
>
A UNLESS NOTED OTHERWISE, ALL BRICK MASONRY SHALL BE o0
CLEANED AND HAVE WATER REPELLENT APPLIED. ALL ADJACENT : R
SURFACES SHALL BE PROTECTED DURING APPLICATION OF i xS
WATER REPELLENT. LL] W
B. E.C.J.=EXISTING CONTROL JOINTS. ALL EXISTING CONTROL FIN. FLOOR < S
JOINTS SHALL BE REMOVED AND REPLACED WITH NEW BACKER EE - ‘ — ‘ EL 22300 ~ 2
ROD AND SEALANT AS DETAILED. REFER TO DRAWING A-24, ol
C.  CONTRACTOR SHALL DETERMINE COMPATIBILITY OF MASONRY FIN. FLOOR
CLEANERS WITH ROOF CONSTRUCTION AND OTHER MATERIALS EL. 421,00

AND ENSURE THAT NO DAMAGE TO EXISTING ROOF SYSTEM AND
OTHER MATERIALS IS CAUSED BY CLEANING OPERATIONS.

D. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS AND
REPORT ANY DEVIATIONS FROM CONTRACT DOCUMENTS TO

ARCHITECT.
E.  PROTECT EXISTING ROOF WITH A MINIMUM OF 1/2" PLYWOOD AND EXTE RI O R ELEVAT'ON 3
6 MIL POLY SHEETING OR EQUIVALENT AS APPROVED BY SCALE: 1/8" = 10"

OWNER/ARCHITECT FOR THE DURATION OF THE WORK ABOVE ALL
ROOF AREAS. ALL DEBRIS FROM CONSTRUCTION SHALL BE
REMOVED PRIOR TO COMPLETION OF THE PROJECT. THE ROOF IS
CURRENTLY UNDER A 30 YEAR WARRANTY. ANY WORK
PERFORMED TO THE ROOF SYSTEM SHALL BE COMPLETED BY AN o1 <
APPROVED CONTRACTOR AND SHALL BE IN ACCORDANCE WITH = I =
THE FIRESTONE PLATINUM-P ROOFING SYSTEM LIMITED =
WARRANTY. WARRANTY # PL003371 BEGINNING ON 8/16/2013. $

L}

F. ANY EQUIPMENT SHOWN AS EXISTING SHALL BE REMOVED OR
PROTECTED IN PLACE AS REQUIRED TO PERFORM MASONRY
RESTORATION WORK, AS COORDINATED WITH OWNER / ARCHITECT.

G. PROTECT ALL ADJACENT SURFACES AND FINISHES THROUGHOUT
THE COURSE OF MASONRY RESTORATION. MAINTENANCE AND
REMOVAL OF ALL PROTECTIVE MEASURES SHALL BE INCLUDED
IN BID.

H.  ALL EXTERIOR STEEL LINTELS SHALL BE PROPERLY PREPARED,

PRIMED AND PAINTED. -] __BOTTOMOFUPFEELR431E%§¢
J. ALL EXISTING SEALANT SHALL BE REMOVED AND REPLACED WITH

NEW BACKER ROD AND SEALANT. THIS WORK IS IN ADDITION TO

NOTE B ABOVE AND SHALL INCLUDE, BUT NOT BE LIMITED TO, THE s == = 5

FOLLOWING: JOINTS AT THE PERIMETER OF DOORSAND WINDOWS, || s == = NCJ. NG

JOINTS AT THE BASE OF WALLS AGAINST CONCRETE AND/OR
ASPHALT SURFACES, JOINTS AT MECHANICAL, ELECTRICAL AND
PLUMBING EQUIPMENT, LOUVERS AND DEVICES.

K. REFER TO DRAWING A-24 FOR DETAILS OF CONTROL JOINTS,
EXPANSION JOINTS, SEALANT AT CONCRETE AND ASPHALT, AND
RAKING AND REPOINTING.

REFER TO DRAWING A-22 FOR TYPICAL SCHEDULES, LEGENDS AND RENOVATION NOTES.
é REFER TO DRAWING A-24, A-25 FOR TYPICAL DETAILS.

FIN. FLOOR
EL. 430.83'

L. ALL EXISTING EXPANSION JOINTS SHALL BE REMOVED AND
REPLACED WITH NEW FOAM ANCHORING SYSTEM AND SEALANT AS
DETAILED. REFER TO DRAWING A-24.
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All DIMENSIONS and EXISTING CONDITIONS
shall be CHECKED and VERIFIED
by the CONTRACTOR at the SITE.
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