EXISTING ROOF CONSTRUCTION

FIRE SEALANT AND SAFING INSULATION
CMU RUN TO BOTTOM OF DECK
EXISTING WALL CONSTRUCTION

NEW OR EXISTING ACOUSTICAL CEILING TILE

leseeaaay/

)

7.
—F
\

L

)

It

_

é
/™ TOP OF FIRE RATED WALL DETAIL
w SCALE: 1-1/2" = 10"

NOTE: THIS DETAIL SHALL BE
USED TO DETERMINE ALLOWANCE
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METAL: ALUMINUM

BACKGROUND: PEBBLE FINISH

TEXT STYLE: TBD

BORDER STYLE: DOUBLE RAISED LINE BORDER

BORDER FINISH: MANUFACTURER'S CLEAR LACQUER FINISH

NOTE: TEXT IS FOR EXAMPLE ONLY, FINAL TEXT AND SPACING SHALL BE VERIFIED PRIOR TO MATERIAL ORDER.
NOTE: FINAL LOCATION TO BE DETERMINED IN FIELD. COORDINATE FINAL LOCATION WITH THE ARCHITECT AND OWNER.

SCALE. 3'= 10"
EXISTING WALL EXISTING WALL
CONSTRUCTION (TYP) CONSTRUCTION (TYP)
EXISTING LINTEL EXISTING LINTEL
CONCRETE BLOCK CONCRETE BLOCK
(PAINTED) \ (PAINTED) \
RIGID INSULATION (MATCH RIGID INSULATION (MATCH
EXISTING THICKNESS) \ EXISTING THICKNESS) \
SPLITFACE CONCRETE BLOCK FACE BRICK (MATCH EXISTING,
(MATCH EXISTING, ADJACENT BLOCK) \ ADJACENT BRICK) \%
RESILIENT BASE

TYPICAL EXTERIOR WALL EXISTING LOUVER
/s INFILL DETAIL @ SPLITFACE BLOCK

/ FLOORING

A-24 SCALE: 1-1/2" = 10"

A—8"MIN. > 24" 8"MIN.—~
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TYPICAL PIPE OR DUCT PENETRATION - SIZE VAR

EXISTING CMU TO
REMAIN (TYP)

EXISTING DETERIORATED
MORTAR JOINTS

NEW OR EXISTING CONTROL JOINT
<3/4"IF JOINT IS OVER 3/4" A

SECOND SET OF BACK ROAD AND
SEALANT SHALL BE INSTALLED *

STEEL LINTEL - REFER TO DETAIL 2/S-3

ACOUSTICAL SEALANT OR FIRE SEALANT CONCRETE BLOCK
NOTE PROVIDE LINTEL FOR OPENINGS IN CMU WALLS. REFER TO STRUCTURAL
DRAWINGS FOR LINTEL SIZING.
/2 TYPICAL LINTEL DETAILS FOR WALL PENETRATIONS
W SCALE: 1-1/2" = 1'-0"
EXISTING CMU TO EXISTING CMU TO
REMAIN (TYP) REMAIN (TYP)
CUT BACK MORTAR TO PACK POINTING
UNIFORM DEPTH (MIN. 2X MORTAR N THIN
JOINT WIDTH OR UNTIL LIFTS (1/4" MAX.)
SOUND MORTAR IS
REACHED)
\
®

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

METAL STUDS @ 16" O.C.

5/8" GYPSUM BOARD - REFER TO ROOM FINISH

ACOUSTICAL BATT INSULATION (TYP.) GYPSU M BOARD

SCHEDULE FOR FINISH
/3 TYPICAL THRU-WALL PENETRATION SEALING DETAILS
a24 ] SCALE:1-112'=1-0"
EXISTING CMU TO
REMAIN (TYP)
I
GYPSUM BOARD —|
(PANTED) | ™~ TT-G" 7
PROVIDE %E@@ L \F
CONCAVE TOOL 14/2 @ STAINLESS 14/2 @ STAINLESS — |
JOINT STEEL GRAB BAR j\ﬂ = H STEEL GRAB BAR \‘ # >
—Y |
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/«°\ TYPICAL MORTAR JOINT REPOINTING PROCESS DETAILS

A-24 SCALE: 3"=1'-0"

*BACKER ROD
*SEALANT

i

BACKER ROD

[ 77\

EXISTING WALL CONSTRUCTION

NOTE: ALL EXISTING CONTROL JOINT SEALANT AND BACKER ROD SHALL BE
REMOVED COMPLETELY AND MASONRY SURFACES SHALL BE CLEANED AND
PREPPED FOR NEW BACKER ROD AND SEALANT.

/s _TYPICAL CONTROL JOINT DETAIL (PLAN)

w SCALE: 3"=1'-0"

RESILIENT BASE

/ FLOORING

A-24 SCALE: 1-1/2" = 10"

TYPICAL EXTERIOR WALL EXISTING LOUVER
/ o\ INFILL DETAIL @ FACE BRICK

EXISTING WALL
CONSTRUCTION (TYP)

CONCRETE BLOCK
(PAINTED)

RIGID INSULATION W/ EIFS
FINISH (MATCH EXISTING,
ADJACENT SURFACE)

RESILIENT BASE

/ FLOORING

VARIES (V.I.F.)
’ FIELD APPLIED SILICONE

CORNER BEADS

FACTORY APPLIED & CURED
SILICONE BELLOWS FACING

WATER-BASED, ACRYLIC-IMPREGNATED,

EXISTING WALL CONSTRUCTION
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/s TYPICAL EXPANSION JOINT DETAIL (PLAN)

w SCALE: 3"=1-0"

EXPANDING FOAM ANCHORING SYSTEM

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

CMU WALL - REFER TO ROOM FINISH SCHEDULE FOR FINISH
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——EXISTING WALL CONSTRUCTION %7/

*1'-6" o

SCALE: 1/4"=1-0"
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BACKER ROD AND SEALANT

EXISTING CONCRETE SLAB
OR ASPHALT

7

INTERIOR ELEVATION @ INTERIOR ELEVATION @

SCALE: 1/4"=1-0"

EXISTING STRUCTURE

CRYSTALLINE WATERPROOFING RUN TO
UNDERSIDE OF DECK OR STRUCTURE ABOVE

SEAM / PENETRATION TAPE
FASTENER

TERMINATION BAR

RIGID INSULATION

VAPOR BARRIER - REFER TO
ALTERNATES FOR THICKNESS AND TYPE

3" FIBER REINFORCED CONCRETE SLAB
(2,500 PSI)

TYPICAL MASONRY WALL TO TYPICAL CRAWLSPACE
/7 CONCRETE / ASPHALT SURFACE DETAILS 77\ VAPOR BARRIER DETAIL - ALT. 300
w SCALE: 3" = 1'-0" w SCALE: 3/4" = 10"
%2%//%%/////////////////// EXISTING STRUCTURE

EXISTING WALL CONSTRUCTION (V.I.F.)

/ MOUNTING BRACKET W/ FASTENERS
/ EXISTING ALUMINUM WINDOW

ROOM DARKENING ELECTRIC ROLLER SHADE
W/ FINISHED END CAPS

CONCRETE BLOCK - BEYOND (PAINTED)

TYPICAL EXTERIOR WALL EXISTING LOUVER

/0 INFILL DETAIL @ EIFS

A-24 SCALE: 1-1/2" = 10"

/ 1\ ELECTRIC ROLLER SHADE DETAIL

Q._Qy SCALE: 3"=1'-0"

TYPICAL CRAWLSPACE
/15 VAPOR BARRIER DETAIL -

CRYSTALLINE WATERPROOFING RUN TO
UNDERSIDE OF DECK OR STRUCTURE ABOVE

SEAM / PENETRATION TAPE
FASTENER

TERMINATION BAR

RIGID INSULATION

VAPOR BARRIER - REFER TO
ALTERNATES FOR THICKNESS AND TYPE

4" 2B CLEAN STONE

BASE BID

w SCALE: 3/4" = 10"

www.aem-arch.com

Fax: 610.779.9022

AEM‘ ARCHITECTS e
|

3700 PERKIOMEN AVENUE, READING, PA 19606-2795

Phone: 610.779.3220

RENOVATIONS TO THE COCALICO MIDDLE SCHOOL
SOUTH 4TH STREET, DENVER BOROUGH, LANCASTER COUNTY, PA

COCALICO SCHOOL DISTRICT

TYPICAL DETAILS

All DIMENSIONS and EXISTING CONDITIONS
shall be CHECKED and VERIFIED
by the CONTRACTOR at the SITE.

JOB NO.: 23001.00
DRAWN BY: JDK
DATE: 04.12.24
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