CAFETER STORAGE LOCAL SOUND SYSTEM SPEs
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1 i il IN_CAFETERIA SPACE. 1. REMOVE WIRING AND DATA JACK TO CCTV SYSTEM CAMERA. CAMERA TO REMAIN UNO. IF NOTED TO
CLASSROOM | | BE REMOVED, TURN CAMERA OVER TO OWNER.

| / ASSOGATED MGROPHONE C DRAWING NOTES:
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BOXES, FIRE ALARM SYSTEM, CLOCKS, SPEAKERS, DATA OUTLETS, TELEPHONE OUTLETS, TELEVISION
OUTLETS, CCTV SYSTEM, CARD READERS, SECURITY SYSTEM, INTERCOM SYSTEMS, PANELS, WIRING,
\ \ CONDUIT, SURFACE RACEWAY, PULL BOXES, SUPPORTS, ETC. PATCH FLOOR AREAS WHERE FLOOR
/L BOXES ARE REMOVED AND CONDUITS PENETRATE BELOW FLOOR SURFACE, TO MATCH ADJACENT

SURFACES. [TEMS TO BE RETAINED OR RELOCATED WILL BE SHOWN OR NOTED ON THE DEMOLITION

STUDENT COUNCIL
é 2. REMOVE ALL ELECTRICAL EQUIPMENT WITHIN THIS AREA, UNLESS NOTED OR SHOWN OTHERWISE.
@ \ ELECTRICAL EQUIPMENT INCLUDES, BUT IS NOT LIMITED TO, LIGHT FIXTURES, WIRING DEVICES, FLOOR

@ @ | |
RN ===

N

DRAWINGS OR NEW WORK DRAWINGS. TURN OVER CCTV SYSTEM CAMERAS TO OWNER.
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4. REMOVE INTERCOM CEILING SPEAKER(S) AND ASSOCIATED WIRING.

REMOVE COMBINATION CLOCK/INTERCOM SPEAKER UNIT LOCATED IN ROOM AND ASSOCIATED WIRING.
G.C. TO PATCH OPENING IN WALL.

— — L — GD/(\k 3. REMOVE ANALOG CLOCK AND ASSOCIATED WIRING. E.C. SHALL PATCH WALL OPENING TO MATCH
—— ]

CORRIL ADJACENT SURFACES.
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. REMOVE CANOPY MOUNT OR WALL MOUNT EXTERIOR BUILDING LIGHT FIXTURE AND ALL ASSOCIATED
— WIRING.  PATCH OPENING IN BUILDING WALL OR CANOPY TO MATCH ADJACENT SURFACES.
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REMOVE CABLE TRAY IN ITS ENTIRETY =
WHEN PHASING ALLOWS INCLUDING cot
VERTICAL SECTION RUN TO OPENING -

- (39 1(27) AT FLOOR LEVEL FOR ACCESS TO

] BASEMENT.

3

@ T PLATE TO COVER OPENING IN WALL AND PAINT PLATE TO MATCH COLOR OF WALL AS REQUIRED.
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\ji 7. REMOVE INTERCOM/PAGING SYSTEM FLUSH SPEAKER AND ALL ASSOCIATED WIRING. PROVIDE METAL

U | d

I ] ; 8. REMOVE PANEL IN ITS ENTIRETY AND REPLACE WITH NEW. REMOVE BACKBOX AND FEEDER.
CAPTURE ACTIVE BRANCH WIRING CIRCUITS ABOVE PANEL AS REQUIRED FOR EXTENSION AND
RECONNECTION IN NEW PANEL. SEE NEW PANEL SCHEDULE FOR CIRCUIT EXTENSION INFORMATION.
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— 9. REMOVE ALL DATA, TELEPHONE AND COMBINATION DATA/TELEPHONE OUTLETS WITHIN ROOM AND

@
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ASSOCIATED RACEWAYS, BOXES AND CABLING BACK TO SOURCE. REFER TO POWER DRAWINGS FOR

EXTENT OF EXISTING SURFACE RACEWAY AND/OR BOXES TO BE REUSED. REMOVE AND STORE
jl TELEPHONE HANDSET FOR REUSE.
16 A 10. REMOVE WIRING DEVICE AND ASSOCIATED WIRING. MAINTAIN CIRCUIT INTEGRITY FOR REMAINING DEVICES
i ] y a ON SAME CIRCUIT.
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11. REMOVE INTERCOM/PAGING SYSTEM HORN-TYPE OR SURFACE SPEAKER(S) AND ASSOCIATED WIRING.
E.C. SHALL PATCH WALL OPENING TO MATCH ADJACENT SURFACES.
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GENERAL OFFICE

]
I j 12. REMOVE DUAL—CHANNEL SURFACE RACEWAY, WIRING DEVICES, COMMUNICATION OUTLETS AND ALL
REMOVE| FLUSH TELECOR ASSOCIATED WIRING IN THEIR ENTIRETY.

gg]'-\lcsl_? WAI[.)IESIE)II-’%ING. 13. REMOVE FLUSH INTERCOM SYSTEM CEILING SPEAKER LOCATED IN EXTERIOR CANOPY AND ASSOCIATED

| WIRING. E.C. SHALL PATCH CEILING OPENING TO MATCH ADJACENT SURFACES.
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14. REMOVE WIRING DEVICE LOCATED APPROX. 8" AFF AND ALL ASSOCIATED SURFACE RACEWAY AND

| |N 7H_]J_LJ_H7 ‘ ‘

ELECTRICAL EQUIPMENT AND

20 -
b

] REMOVE ALL WIRING DEVICES,

ASSOCL WIRING LOCATED IN WIRING IN THEIR ENTIRETY. G.C. TO PAINT WALL. COORDINATE REMOVAL OF EQUIPMENT WITH G.C.

@/z@) ggaovsg AREA BEING 15. REMOVE 80KW, 100KVA NATURAL GAS EMERGENCY GENERATOR AND ALL ASSOCIATED CONDUITS,
: | WIRING, EXHAUST PIPING, CONCRETE EQUIPMENT PAD, DUCTWORK, WALL LOUVER, BATTERY CHARGER,
— LOBBY ETC. IN THEIR ENTIRETY AFTER NEW SYSTEM IS ENERGIZED. PATCH FLOOR TO MATCH ADJACENT
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SURFACES. G.C. TO PATCH LOUVER AND EXHAUST PIPE OPENINGS IN EXTERIOR WALL. COORDINATE
—REMOVE FLUSH FLOOR [BOX AND REMOVAL OF EQUIPMENT WITH G.C.
ASSOC. WIRING. PATCH FLOOR

MATCH ADJACENT SURFACES. — 16. REMOVE COVER PLATE AND ADJACENT COMMUNICATION OUTLETS LOCATED IN SAME BOX. PROVIDE
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4 T T ‘ _REMOVE SECURT NEW COVER PLATE FOR REMAINING DUPLEX RECEPTACLE ONLY, IN 2-GANG BOX.
@,/@ @@ DEVICE AND WIRl 17. REMOVE COVER PLATE AND ADJACENT COMMUNICATION OUTLETS LOCATED IN SAME BOX. PROVIDE
- B oL oFFice oSSBT o . . NEW COVER PLATE FOR REMAINING QUAD RECEPTACLE ONLY, IN 3-GANG BOX.
5] N\

= ETh0 [_Em
@ % VESTIBULE 18. REMOVE TELEVISION OUTLET LOCATED APPROX. 18" AFF ON WALL AND ALL ASSOCIATED COAX CABLING
(%} @@ \@ IN TS ENTIRETY. PROVIDE BLANK COVER PLATE FOR FLUSH DEVICE BOX TO MATCH NEW WIRING
DEVICE COVER PLATES.
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— REMOVE CIRCUIT WIRING TO PROJ.
— — SCREEN & ALL ASSOC. CONTROLS

@/'9 - ‘ | 19. REMOVE TELEVISION OUTLET LOCATED APPROX. 8' AFF ON WALL AND ALL ASSOCIATED COAX CABLING

[ IN THEIR ENTIRETY.
AUDITORIUM

REMOVE FLOOR

BOXES & WIRING.
| | G.C. TO PATCH
FLOOR.

UNIT | 20. REMOVE TELEVISION OUTLET LOCATED APPROX. 8 AFF ON WALL AND ALL ASSOCIATED SURFACE
() () (x0) () () A§,I\ RACEWAY AND COAX CABLING IN THEIR ENTIRETY. G.C. TO PAINT WALL. COORDINATE REMOVAL OF
REMOVE CONDUIT, CABLING AND TELEPHONE UNIT C

EQUIPMENT WITH G.C.
QUTLET STUBBED OUT FROM KICK SPACE AT 21. REMOVE TELEVISION OUTLETS LOCATED HIGH (APPROX. 8 AFF) AND LOW (APPROX. 18” AFF) ON
FLOOR LEVEL. PATCH WALL OPENING. WALL IN LINE WITH EACH OTHER OR JUST OFFSET AND ALL ASSOCIATED COAX CABLING IN ITS

/

1
o I o Q IN ITS ENTIRETY. PROVIDE BLANK COVER PLATE FOR FLUSH DEVICE BOX TO MATCH NEW WIRING
D’/@\D DEVICE COVER PLATES.
‘ @//@

RELOCATE MAIN INTERCOM SYSTEM RACK TEMPORARILY TO MDF ROOM IN ENTIRETY. PROVIDE BLANK COVER PLATES FOR FLUSH DEVICE BOXES TO MATCH NEW WIRING DEVICE

— : REMOVE THEATRICAL LIGHTING DIMMER RACK AND PHASE 12. INSTALL TEMPORARY 25 PAR, CAT. 5E CABLE TO MDF FOR COVER PLATES.

M ALL ASSOC. WIRING AND CONTROLS. REMOVE EXTENSION OF EXISTING ACTIVE SPEAKER CABLES. APPROX. (20)
- OFFICE 7 400A-3P DISC. SWITCH AND FEEDER TO DIMMER SPEAKER CIRCUITS REMAIN AFTER PHASE 12. REMOVE INTERCOM RACK,

RACK IN TS ENTIRETY. ASSOC. EQUIPMENT AND ALL TEMPORARY CABLING (TO KEEP CIRCUITS
Pracrice ACTIVE) WHEN PHASING ALLOWS NEAR END OF PROJECT COMPLETION. ——

ﬂ

22. REMOVE WIRING DEVICE LOCATED APPROX. 8 AFF IN VERTICAL DUAL-CHANNEL SURFACE RACEWAY.
PROVIDE NEW BLANK COVER PLATE TO MATCH SURFACE RACEWAY MANUFACTURER, TYPE AND COLOR.
MAKE WIRING SPLICE IN RACEWAY AS REQUIRED TO MAINTAIN CIRCUIT INTEGRITY TO REMAINING
DEVICES LOCATED BELOW IN DUAL—CHANNEL SURFACE RACEWAY. VERTICAL SURFACE RACEWAY TO
REMAIN.
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23. REMOVE WIRING DEVICE LOCATED APPROX. 8' AFF. PROVIDE BLANK COVER PLATE FOR FLUSH DEVICE
BOX AND MAINTAIN CIRCUIT INTEGRITY TO REMAINING DEVICES ON SAME CIRCUIT. IF RECEPTACLE IS
]

K REMOVE FLOOR POCKET &

¥YII§IN%FGJLCb JOSFQ-EH FLOOR. ENSENBLE 24. REMOVE DATA OUTLET OR TELEVISION OUTLET AND CABLING FROM DUAL—CHANNEL RACEWAY.
1| ) L \ / \ | | T | | PROVIDE NEW BLANK COVER PLATE TO MATCH SURFACE RACEWAY MANUFACTURER, TYPE AND COLOR.
i\ i/ @ Il

@ @ FOUND TO BE ON DEDICATED CIRCUIT, REMOVE WIRING BACK TO SOURCE.
e ]

BAND EQUIPMENT 25. REMOVE ALL LIGHT FIXTURES INCLUDING EXIT SIGNS, CYLINDER HOUSE LIGHTS, THEATRICAL SPOT
LIGHTS, WALL TORMENTOR PIPES, STAGE ELECTRICS/BORDER LIGHTS AND ASSOCIATED EQUIPMENT,
X ‘ u / SWITCHES, ENTRANCE CONTROLS AND WIRING IN THEIR ENTIRETY IN THIS AREA. REMOVE ALL LOCAL
EX SOUND SYSTEM SPEAKERS AND ASSOCIATED WIRING IN THIS AREA.

=/ T OFFICE PRACTICE ROOM
o | MUSIC STORAGE 6) Cem e

www.aem-arch.com

26. REMOVE ALL TELEVISION AND DATA OUTLETS LOCATED IN VERTICAL DUAL-CHANNEL SURFACE RACEWAY
AND ALL ASSOCIATED CABLING IN ITS ENTIRETY. PROVIDE (3) NEW BLANK COVER PLATES TO MATCH
SURFACE RACEWAY MANUFACTURER, TYPE AND COLOR. VERTICAL SURFACE RACEWAY TO REMAIN.
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27. DISCONNECT 120V POWER WIRING FROM ROOM CEILING PROJECTOR ABOVE CEILING, SPLICE AND
EXTEND WIRING CONCEALED TO NEW CEILING RECEPTACLE AS REQUIRED AND CONNECT. SEE POWER
DRAWINGS FOR RECEPTACLE LOCATION. DISCONNECT AND REMOVE ALL LOW VOLTAGE WIRING AND
WALL BOX CONNECTOR JACKS ASSOCIATED WITH PROJECTOR. EXISTING RACEWAY AND WALL BOX
NEAR DISPLAY AREA TO REMAIN UNO.

| 4 28. REMOVE PANEL INTERIOR, COVER AND FEEDER IN THEIR ENTIRETY. REUSE BACKBOX AS PULLBOX
AND CAPTURE ACTIVE BRANCH WIRING CIRCUITS IN BACKBOX AS REQUIRED FOR EXTENSION TO NEW

PANEL °'NC2’. SEE NEW PANEL SCHEDULE FOR CIRCUIT EXTENSION INFORMATION. PROVIDE NEW
METAL, SCREWED COVER FOR EXISTING BACKBOX.

Fax: 610.779.9022

REMOVE AUDITORIUM REMOTE SOUND SYSTEM RACK Y @
AND | ASSOC. WIRING. REMOVE DATA CABLING BACK

TO SOURCE AZE) REMOVE WALL CABINET LOCATED

ABOVE RACK AND ASSOCIATED A/V INPUTS. REMOVE

ALL ASSOCIATED MICROPHONE OUTLETS LOCATED IN

AUDITORIUM, PROJECTION ROOM AND ON STAGE.
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29. REMOVE PANEL IN [TS ENTIRETY INCLUDING BACKBOX AND FEEDER. CAPTURE ACTIVE BRANCH WIRING
CIRCUITS ABOVE PANEL AS REQUIRED FOR EXTENSION TO NEW PANEL ‘LS1’. SEE NEW PANEL

BAND ROOM SCHEDULE FOR CIRCUIT EXTENSION INFORMATION.
[_Ef00 ]

3700 PERKIOMEN AVENUE, READING, PA 19606-2795

Phone: 610.779.3220

30. REMOVE PANEL INTERIOR, COVER AND FEEDERS IN THEIR ENTIRETY. REUSE BACKBOX AS PULLBOX
AND CAPTURE ACTIVE BRANCH WIRING CIRCUITS IN BACKBOX AS REQUIRED FOR EXTENSION TO NEW
PANEL 'NC3'. SEE NEW PANEL SCHEDULE FOR CIRCUIT EXTENSION INFORMATION. PROVIDE NEW
METAL, SCREWED COVER FOR EXISTING BACKBOX.

31. REMOVE PANEL IN ITS ENTIRETY INCLUDING BACKBOX AND FEEDER(S).

32. REMOVE SOUND CONSOLES, DIGITAL PATCH PANELS, PORTABLE LIGHTING CONTROL CONSOLE AND ALL
OTHER COMPONENTS LOCATED AT CONTROL TABLE LOCATION. REMOVE WIRING DEVICES, FLOOR
OUTLETS & ASSOC. WIRING. PATCH FLOOR TO MATCH ADJACENT SURFACES.

33. RELOCATE ALL PUNCH BLOCKS AND WIRING LOCATED NEAR FLOOR LEVEL TEMPORARILY ABOVE
| t%%%i‘ ‘ ACCESSIBLE CEILING IN PHASE 12. RELOCATE TELEPHONE SWITCH, LOCATED IN INTERCOM RACK, TO
G}/% MDF. REMOVE EQUIPMENT BACKBOARD AND ENCLOSURE. INSTALL 25 PAIR, CAT. SE CABLE TO MDF

FOR EXTENSION OF EXISTING ACTIVE TELEPHONE CABLES. EXTEND ACTIVE CLOCK CIRCUITS WITH NEW
WIRING TO MDF FOR CONNECTION TO NEW MASTER CLOCK TEMPORARILY. APPROX. (20) TELEPHONE
CIRCUITS AND (20) CLOCK CABLES REMAIN AFTER PHASE 12. REMOVE ALL TELEPHONE PUNCH
BLOCKS & ASSOC. EQUIPMENT, CLOCK WIRING AND ALL TEMPORARY CABLING (TO KEEP CIRCUITS
ACTIVE) WHEN PHASING ALLOWS AT END OF PROJECT. TELEPHONE SWITCH TO BE UPGRADED PER
SPECIFICATIONS.

34. REMOVE RECEPTACLE AND ASSOCIATED CIRCUIT BREAKER LOCATED IN UTILITY DISTR. SYSTEM METAL
COVER. REMOVE WIRING TO UDS TERMINAL BLOCK. PROVIDE BLANK STAINLESS STEEL SCREWED
COVERS OVER EXISTING RECEPTACLE AND BREAKER OPENINGS TO MATCH UDS METAL SHROUD.

FIRST FLOOR PLAN - UNIT A - DEMOLITION

SCALE: 3/32"=1-0"

RENOVATIONS TO THE COCALICO MIDDLE SCHOOL
SOUTH 4TH STREET, DENVER BOROUGH, LANCASTER COUNTY PA

FIRST FLOOR PLAN - UNIT A - DEMOLITION
COCALICO SCHOOL DISTRICT
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