
6'-
0"

8'-0" MAX 8'-0" MAX

SCALE: 1/2" = 1'-0"
TYPICAL TEMPORARY FENCE DETAIL1

SP-2

GALVANIZED 2" MESH (TYP)

GALVANIZED POST (TYP)

GALVANIZED TOP RAIL (TYP)

FENCE BASE

SANDBAG

PROVIDE SIGNAGE  EVERY 50'
(DANGER -CONSTRUCTION SITE
NO TRESPASSING)

NOTE: BOTH FENCE BASE AND SAND BAGS SHALL BE PROVIDED.  SAND BAGS SHALL BE
MAINTAINED THROUGHOUT THE PROJECT AND REPLACED IF DAMAGED.

8'-0"

GREEN BACKGROUND
(PANTONE 4794)

2'-
5"

4'-
0"

1" X 2" WOOD
CAP PAINTED

BLUE

1'-
7"

GRADE

4" X 4" TREATED POST
PAINTED BLACK, WITH

2" X 4" DIAG. KICKBACK

3'-
0"

1'-
6"

3-1/2" LETTERS
3" LETTERS

WHITE LETTERING ON
BLUE BACKGROUND

SCALE: 1" = 1'-0"
PROJECT SIGN ELEVATION

A  R  C  H  I  T  E  C  T  S I N C.

3700 PERKIOMEN AVENUE,  READING, PA  19606-2795

RED BOX (PANTONE 200)

COCALICO SCHOOL DISTRICT

WWW.AEM-ARCH.COM

WZG STRUCTURAL CONSULTING ENGINEERS, INC.
STRUCTURAL ENGINEER

CONSOLIDATED ENGINEERS, INC.
MECHANICAL/ELECTRICAL ENGINEER

NAME OF G.C.
GENERAL CONTRACTOR

BLACK LETTERS AND LINE

WHITE LETTERS

BLUE LETTERS

1" LETTERS
1 1/2" LETTERS

2" WHITE BAND

NAME OF E.C.
ELECTRICAL CONTRACTOR

NAME OF H.C.
HVAC CONTRACTOR

NAME OF P.C.
PLUMBING CONTRACTORBLUE LETTERS

WHITE
BACKGROUND

1" LETTERS
1 1/2" LETTERS

COCALICO MIDDLE SCHOOL RENOVATIONS

2" BLUE BAND

NOTE: FINAL SIGN LOCATION SHALL BE VERIFIED WITH
OWNER AND ARCHITECT PRIOR TO INSTALLATION.

2" X 2" X 36" WOOD STAKES
SPACES 5'-0" O.C.

MAX. DEPTH OF CONCRETE
WASHOUT WATER IS 50% OF
FILTER SOCK

24" Ø COMPOST
FILTER SOCK

DIRECT CONCRETE WASHOUT
WATER INTO FILTER RING

2" X 2" X 36" WOOD STAKES
SPACES 5'-0" O.C.

24" Ø COMPOST FILTER SOCK.
4'-0" MIN. OVERLAP ON UPSLOPE
SIDE OF FILTER RING

NOTES:
1. INSTALL ON FLAT GRADE FOR OPTIMUM PERFORMANCE
2. 18" DIAMETER FILTER SOCK MAY BE STACKED ONTO DOUBLE 24" DIAMETER
SOCKS IN PYRAMIDAL CONFIGURATION FOR ADDED HEIGHT.
3. A SUITABLE IMPERVIOUS GEOMEMBRANE SHALL BE PLACED AT THE
LOCATION OF THE WASHOUT PRIOR TO INSTALLING THE SOCKS
4. LOCATION TO BE DETERMINED IN FIELD AND APPROVED IN ADVANCE BY
OWNER AND ARHCITECT

PLAN N.T.S.

SECTION N.T.S.

TYPICAL COMPOST SOCK WASHOUT INSTALLATON
SCALE: N.T.S.
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SP-2

TYPICAL NEW-TO-EXISTING SIDEWALK DETAIL
SP-2

4
SCALE: 3/4" = 1'-0"

4" CONC. WALK W/ 6 X 6  8/8 W.W.F.
PREMOLDED JOINT FILLER

4" STONE BASE

12" #4 EPOXY COATED REBAR DOWEL @ 16" O.C.

EXISTING SIDEWALK

TYPICAL EXTERIOR STAIR DETAIL
SCALE: 3/4" = 1'-0"SP-2

5

TYPICAL SIDEWALK DETAIL
SP-2

3
SCALE: 3/4" = 1'-0"

5'-0"
MAX.

3
8"

4" CONC. WALK
W/ 6 X 6 8/8 W.W.F

PREMOLDED JOINT FILLER

EXPANSION JOINT 25'-0" O.C. MAX.

TOOLED JOINT
5'-0" O.C.

1'-0" COCALICO
MIDDLE

SCHOOL

41 2"±
7"

3"
7"

3"
7"

41 2"±

2"

EQ
EQ

EXTERIOR SIGN DETAIL
SCALE: 3/4" = 1'-0"

6

SP-2

2"

T.O.F.
EL. 416.83'

T.O.F.
EL. 414.83'

FIN. FLOOR
EL. 419.50'

PERVIOUS PAVERS WITH #8 AGGREGATE IN
JOINTS BETWEEN PAVERS

2" BEDDING COURSE - #8 AGGREGATE

4" BASE COURSE - #57 STONE

6" SUB-BASE COURSE - #2 STONE

DRAINAGE GEOTEXTILE

SOIL SUBGRADE

EXISTING CONCRETE RETAINING WALL

PERVIOUS PAVER DETAIL
SCALE: 3/4" = 1'-0"

9

SP-2

4" PERFORATED STORM DRAINAGE PIPING

PERVIOUS PAVER EDGE DETAILS
SCALE: 3/4" = 1'-0"

10

SP-2

PERVIOUS PAVERS WITH #8 AGGREGATE IN
JOINTS BETWEEN PAVERS

2" BEDDING COURSE - #8 AGGREGATE
4" BASE COURSE - #57 STONE
6" SUB-BASE COURSE - #2 STONE

CONTINUOUS LANDSCAPE EDGE (TYP)

ANCHORING STAKES AS RECOMMENDED
BY LANDSCAPE EDGE MFR (TYP)

DRAINAGE GEOTEXTILE (TYP)
SOIL SUBGRADE

CUT PAVER AS REQUIRED

PERVIOUS PAVERS WITH #8 AGGREGATE IN
JOINTS BETWEEN PAVERS

2" BEDDING COURSE - #8 AGGREGATE
4" BASE COURSE - #57 STONE
6" SUB-BASE COURSE - #2 STONE

EXISTING HARDSCAPE (VARIES)

DRAINAGE GEOTEXTILE (TYP)
SOIL SUBGRADE

PAVERS TO LANDSCAPE

PAVERS TO HARDSCAPE

CUT PAVER AS REQUIRED

EXISTING WALL STRUCTURE

SIGN - FRONT ELEVATIONSIGN - SECTION

3'-
0"

 ± 
(V

ER
IF

Y 
IN

 F
IE

LD
)

CL

CUSTOM .040 STAINLESS
STEEL DRIP FLASHING

CUSTOM .040 STAINLESS
STEEL DRIP FLASHING
EXISTING STRUCTURE
BEYOND

INTERNALLY LIT SIGN
- WHITE ALUMINUM FACE
REFER TO DETAIL 8/SP-2

EXISTING STRUCTURE

EXISTING CAST STONE
SIGN. EXISTING LETTERS
SHALL BE SALVAGED AND
TURNED OVER TO OWNER.

12
SP-2 SCALE: 3/4" = 1'-0"

NEW TO EXISTING PAVING DETAIL

EXISTING WEARING COURSE
8" WIDE AC-20 SEAL

SCALE: 3/4" = 1'-0"
HEAVY DUTY PAVING DETAIL 14

SP-2

COMPACTED SUBGRADE

8" 2A MODIFIED COMPACTED OVER
COMPACTED SUBGRADE

SUPERPAVE ASPHALT MIXTURE DESIGN, HMA
BASE COURSE, PG. 64-22, <0.30 MILLION ESALS,

25 MM MIX, 5" DEPTH

SUPERPAVE ASPHALT MIXTURE DESIGN, HMA
BINDER COURSE, PG. 64-22, <0.30 MILLION ESALS,

9.5 MM MIX, 2" DEPTH

SUPERPAVE ASPHALT MIXTURE DESIGN, HMA
WEARING COURSE, PG. 64-22, <0.30 MILLION ESALS,

9.5 MM MIX, 1.5" DEPTH, SRL-L

11
SP-2 SCALE: 3/4" = 1'-0"

BITMUMINOUS PAVING DETAIL
TYPICAL MILL & OVERLAY

8" WIDE AC-20 SEAL

SAWCUT JOINT

EXISTING PAVING TO REMAIN

REMOVE 2" OF
EXISTING WEARING COURSE,

PLACE 2" NEW WEARING COURSE.
TACK ALL EXISTING ASPHALT SHOWN
TO RECEIVE NEW WEARING COURSE.

NEW PAVING SYSTEM PER DRAWING C-1

17
SP-2 SCALE: NOT TO SCALE

TYPICAL CURB REPAIR DETAIL

EXISTING CURB
12" #4 COATED REBAR DOWEL (TYP.)

NEW OR EXISTING PAVING
EXISTING CONCRETE SIDEWALK
AC-20 SEALER
#4 EPOXY COATED REBAR CONTINUOUS
2" FROM TOP AND FACE OF CURB
NEW CURB REPAIR

4" #4 EPOXY COATED REBAR DOWEL (TYP.)

EXISTING CURB

±6
"

4'-0" TO
6'-0"

NOTCH EXISTING PAVING
SURFACE IN ACCORDANCE
WITH PDT 408 STANDARDS

11-1/2" MIN. THICKNESS SUPERPAVE
ASPHALT MIXTURE DESIGN,

9.5 MM MIX, PG 64-22, WEARING COURSE

AC-20 SEALER
CONT. AT JOINTS

EXISTING PAVING

15
SP-2 SCALE: 3/4" = 1'-0"

MILLED CURB  LOCATIONS DETAIL
NEW PAVING OVERLAY @

PAVING MAT SET ON TACK COAT

NOTES:

THE EXISTING ASPHALT SHALL NOT BE DISTURBED.  ALL DISTURBED EXISTING ASPHALT SHALL BE RESTORED
TO ORIGINAL CONDITION PRIOR TO APPLICATION OF SEALER.

TOP OF EXISTING CURB SHALL BE REMOVED AS DETAILED.  NEW CONCRETE SIDEWALK SHALL BE DOWELED INTO THE
REMAINING PORTION OF THE EXISTING CURB @ 5'-0" O.C.  HORIZONTAL AND VERTICAL DOWELS SHALL BE STAGGERED BY 2'-6".

NEW SIDEWALK/EXISTING CURB DETAIL
SP-2

16
SCALE: 3/4" = 1'-0"

4" CONC. WALK W/ 6 X 6  8/8 W.W.F.
TOOLED JOINT

4" #4 EPOXY COATED REBAR DOWEL (TYP) - NOTE 2

4" STONE BASE
COMPACTED FILL

EXISTING ASPHALT PAVEMENT
AC-20 SEALER

SLOPE

EXISTING CURB

6"
R

3 4"

NOTE: THIS DETAIL SHALL ALSO BE UTILIZED WHERE MILLING OPERATIONS OCCUR AT A CONCRETE SLAB.

3T @ 12" = 3'-0"

1/2" PREMOLDED FILLER

SEALANT (TYP)

CONCRETE FOOTING AND
FOUNDATION WALL WITH
RUBBED FINISH ON EXPOSED
SURFACES - REFER TO
STRUCTURAL DRAWINGS

12" #4 REBAR DOWEL @ 16" O.C.

1/2" PREMOLDED FILLER

4" STONE BASE

4" REINFORCED CONCRETE SIDEWALK
HAUNCHED AT LANDING

SEALANT

#3 NOSING BAR (TYP.)

1" RADIUS

PVC PIPE SLEEVE AT ALL
LOCATIONS. MIN. 6" DEEP

1/2" PREMOLDED FILLER

SEALANT (TYP)

12" #4 REBAR DOWEL @ 16" O.C.

CONCRETE FOOTING AND FOUNDATION
WALL BEYOND

STRUCTURAL FILL (TYP)

1-1/2" ANODIZED ALUMINUM
HANDRAIL AND POSTS -
REFER TO DETAIL 13/SP-2

R11 2"
 (TYP)

EXISTING STRUCTURE

EXISTING CONCRETE SIDEWALK

EXISTING STONE BASE

8" #4 COATED REBAR DOWEL @ 16" O.C. (TYP.)

PROPERLY CLEAN AND INSTALL FLUID-APPLIED
DAMPPROOFING TO EXPOSED CONCRETE BLOCK

CLEAN SURFACE AND APPLY NEW
BITUMINOUS DAMP PROOFING

2

6

8

2

2

6

2

6

8

2

2

6

2

6

ALUMINUM WRAPPED 1/2"
PLYWOOD PANEL

2X4 WOOD FRAMING @ 16"
O.C.

REMOVE TOP OF BRICK PIERS AND PRECAST CAP

3/4" OSB WITH ICE AND WATER SHIELD

REMANUFACTURED RIDGE CAP BY METAL ROOF PANEL MANUFACTURER - PROVIDE END CAPS

1-3/4" STANDING SEAM ROOF PANEL WITH TOP CLOSURE (TYP)

DRIP FLASHING BY ROOF PANEL MANUFACTURER

ALUMINUM WRAPPED
WOOD BLOCKING

ALUMINUM WRAPPED
WOOD FASCIA

ALUMINUM SOFFIT PANEL

INTERNALLY ILLUMINATED SIGN DETAIL
SP-2

8
SCALE:  1-1/2" = 1'-0"

5"
CONTINUOUS 1/8" ALUMINUM STIFFENER
PLATE. WELDED TO FACE FOR FASTENING
THROUGH HOUSING

1/8" ALUMINUM SIGN HOUSING. FULLY WELDED
WITH POLYURETHANE PAINT FINISH
ON ALL SURFACES (WHITE INTERIOR)

LAG BOLT WITH WASHER - PER MANUFACTURERS
MOUNTING INSTRUCTIONS (TYP)

12V / .9W LED LIGHT MODULES
WITH 5" MAX. COVERAGE SPREAD (TYP)

"3M" TRANSLUCENT VINYL APPLIED
TO FIRST SURFACE OF PLEXIGLASS

3/4" CLEAR PLEXIGLASS SHEET ROUTED
TO CREATE 1/2" PROJECTION FROM
FACE OF SIGN

THREADED STUDS WELDED TO
BACK OF SIGN FACE FOR
FASTENING PLEXIGLASS

1/8" ALUMINUM REMOVABLE SIGN FACE
WITH POLYURETHANE PAINT FINISH

G.C. SHALL COORDINATE SUPPORT BEHIND
INTERNALLY ILLUMINATED SIGN PRIOR TO
INSTALLATION OF FIBER CEMENT WALL
PANEL.  SUPPORT SHALL CONSIST OF
ADDITIONAL RAIN SCREEN ATTACHMENT
SYSTEM.  SIGN LOADING SHALL BE TAKEN
INTO ACCOUNT DURING DESIGN OF RAIN
SCREEN ATTACHMENT SYSTEM. (TYP)

EXTERIOR SIGN DETAIL
SCALE: 1-1/2" = 1'-0"

7

SP-2

2'-
0"

 D
IA

ME
TE

R

1/8" ALUMINUM REMOVABLE
SIGN FACE WITH
POLYURETHANE PAINT FINISH

"3M" TRANSLUCENT VINYL APPLIED
TO FIRST SURFACE OF PLEXIGLASS
TYPICAL AT BLUE AREAS

SP-2 SCALE: 1-1/2" = 1'-0"
13 EXTERIOR GUARD W/ HANDRAIL DETAIL

2'-
10

" A
.F

.F
.

4"

1-1/2" O.D. ANODIZED ALUMINUM RAIL

PVC PIPE SLEEVE AT ALL LOCATIONS.
MIN. 6" DEEP

REINFORCED CONCRETE SLAB

CONCRETE FOUNDATION WALL
WITH RUBBED FINISH
REFER TO STRUCTURAL DRAWINGS4"

MIN.

1'-
5"

COCALICO
MIDDLE

SCHOOL

SCALE: 1/2" = 1'-0"
SITE SIGN ELEVATIONS18

SP-2

EXISTING SIGN STRUCTURE -
BRICK SHALL BE CLEANED AND

SEALED

APPROXIMATE
EXISTING GRADE

NEW ROOF STRUCTURE WITH STANDING SEAM METAL ROOF - REFER TO DETAIL 6/SP-2

ALUMINUM WRAPPED FASCIA

INTERNALLY ILLUMINATED SIGN - REFER
TO DETAILS 6 AND 8/SP-2

SP-2
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED

JOB NO.:
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