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SECTION 07 11 13 - BITUMINOUS DAMPPROOFING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General Conditions and Division 01 
Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Cold-applied, emulsified-asphalt dampproofing. 

B. Related Requirements: 

1. Division 03 Section "Cast-in-Place Concrete" for concrete placement curing and finishing. 
2. Division 04 Section "Unit Masonry" for masonry walls. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications:  Engage an experience Installer who has completed bituminous dampproofing 
similar in material, design, and extent to that indicated for this Project and with a record of successful in-
service performance. 

B. Single-Source Responsibility:  Obtain primary dampproofing materials and primers from one source and 
by a single manufacturer.  Provide secondary materials only as recommended by manufacturer of 
primary materials. 

1.5 FIELD CONDITIONS 

A. Weather Limitations:  Proceed with application only when existing and forecasted weather conditions 
permit dampproofing to be performed according to manufacturers' written instructions. 

B. Ventilation:  Provide adequate ventilation during application of dampproofing in enclosed spaces.  
Maintain ventilation until dampproofing has cured. 

1.6 PREINSTALLATION MEETINGS 

A. Preinstallation Conference:  Conduct conference at Project site in conjunction with air barriers. 
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1. Review dampproofing requirements including surface preparation, substrate condition and 
pretreatment, minimum curing period, forecasted weather conditions, special details and sheet 
flashings, installation procedures, testing and inspection procedures, and protection and repairs. 

2. Inspect project conditions. 

B. Preinstallation conference shall be held in conjunction with the Preinstallation conferences for other 
building envelope materials in order to coordinate the transitions of each material to ensure a continuous 
air barrier is maintained within the building envelope.  Contractor shall review the requirements of the 
International Energy Conservation Code section C402.5 during the meeting. 

PART 2 - PRODUCTS 

2.1 MATERIALS, GENERAL 

A. Source Limitations:  Obtain primary dampproofing materials and primers from single source from single 
manufacturer.  Provide auxiliary materials recommended in writing by manufacturer of primary materials. 

B. VOC Content:  Products shall comply with VOC content limits of authorities having jurisdiction unless 
otherwise required. 

2.2 COLD-APPLIED, EMULSIFIED-ASPHALT DAMPPROOFING 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following: 

1. Henry Company; "Henry® 785 Asphalt Emulsion Damp Proofing – Trowel Grade." 
2. Karnak Corporation; "920 Fibered Emulsion Mastic (Trowel-Grade)." 
3. W. R. Meadows, Inc.; "Sealmastic Type III." 

B. Trowel Coats:  ASTM D 1227, Type II, Class 1, not requiring a protection course other than clean, 
drainable crushed stone. 

2.3 AUXILIARY MATERIALS 

A. General:  Furnish auxiliary materials recommended in writing by dampproofing manufacturer for intended 
use and compatible with bituminous dampproofing. 

B. Emulsified-Asphalt Primer:  ASTM D 1227, Type III, Class 1, except diluted with water as recommended 
in writing by manufacturer. 

C. Asphalt-Coated Glass Fabric:  ASTM D 1668, Type I. 

D. Patching Compound:  Epoxy or latex-modified repair mortar or asbestos-free fibered mastic of type 
recommended in writing by dampproofing manufacturer. 

http://www.specagent.com/LookUp/?ulid=5976&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456828655&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456828656&mf=04&src=wd
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions with Applicator present, for compliance with requirements for 
surface smoothness, surface moisture, and other conditions affecting performance of bituminous 
dampproofing work. 

B. Proceed with application only after substrate construction and penetrating work have been completed and 
unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Mask or otherwise protect adjoining exposed surfaces from being stained, spotted, or coated with 
dampproofing.  Prevent dampproofing materials from entering and clogging weep holes and drains. 

B. Clean substrates of projections and substances detrimental to the dampproofing work; fill voids, seal 
joints, and remove bond breakers if any, as recommended in writing by prime material manufacturer. 

C. Apply patching compound to patch and fill tie holes, honeycombs, reveals, and other imperfections. 

3.3 APPLICATION, GENERAL 

A. Comply with manufacturer's written instructions for dampproofing application, cure time between coats, 
and drying time before backfilling unless more stringent requirements are indicated. 

1. Apply dampproofing to provide continuous plane of protection. 
2. Apply additional coats if recommended in writing by manufacturer or to achieve a smooth surface 

and uninterrupted coverage. 

B. Where dampproofing footings and foundation walls, apply from finished-grade line to top of footing; 
extend over top of footing and down a minimum of 6 inches over outside face of footing. 

1. Extend dampproofing 12 inches onto intersecting walls and footings, but do not extend onto 
surfaces exposed to view when Project is completed. 

2. Install flashings and corner protection stripping at internal and external corners, changes in plane, 
construction joints, cracks, and where shown as "reinforced," by embedding an 8-inch- wide strip 
of asphalt-coated glass fabric in a heavy coat of dampproofing.  Dampproofing coat for embedding 
fabric is in addition to other coats required. 

C. Install bituminous cant strips (2"x2") and similar accessories as shown and as recommended by material 
manufacturer even if not indicated on Drawings or specified. 

3.4 COLD-APPLIED, EMULSIFIED-ASPHALT DAMPPROOFING 

A. Concrete Foundations:  Apply one trowel coat at not less than 7 gal/100 sq. ft. 

B. Unparged Masonry Foundation Walls:  Apply primer and one trowel coat at not less than 7 gal/100 sq. ft. 
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3.5 CLEANING 

A. Clean spillage and soiling from adjacent construction using cleaning agents and procedures 
recommended in writing by manufacturer of affected construction. 

END OF SECTION 07 11 13 
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