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SCALE: 1" = 40'-0"
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SITE PLAN - PLUMBING
NUMBERED NOTES:            (THIS SHEET ONLY)

EXTEND & CONNECT 6" PVC SANITARY TO EXISTING 8" PVC SANITARY.  CAMERA THE EXISTING LINE TO VERIFY LOCATION
AND DEPTH PRIOR TO EXCAVATION.

EXTEND & CONNECT 8" PVC STORM DRAIN TO EXISTING INLET MIN 36" BFG.  CAMERA THE EXISTING DRAIN TO VERIFY
LOCATION AND DEPTH PRIOR TO EXCAVATION.

EXTEND & CONNECT 4" DUCTILE IRON WATER LINE TO EXISTING 4" LINE MIN. 42"BFG.  VERIFY LOCATION AND DEPTH
PRIOR TO EXCAVATION.

EXTEND 1" HDPE WATER LINE FROM FIELDHOUSE TO TICKET BOOTH MIN.42" BFG IN CONTINUOUS PIPE WITHOUT
FITTINGS.
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VENT THRU ROOF DETAIL - TYPICAL
NO SCALE

ANCHOR PIPE TO ROOF DECK
OR JOISTS WITH U-BOLT
AROUND PIPE AND ANGLE
IRON WELDED OR SCREWED
TO DECK OR JOIST

PROVIDE ROOF SLEEVE

ROOF DECK AND INSULATION.
REFER TO ARCH PLANS

12" MIN. ABV. ROOF

PROVIDE ONE PIECE SPUN ALUMINUM BASE
WITH GRADUATED STEPPED PVC BOOT AND
ADJUSTABLE STAINLESS STEEL CLAMPS. SET
BASE IN BED OF MASTIC

REFER TO ARCHITECTURAL PLANS FOR
APPLICATION OF ENT PIPE BOOT
INSTALLATION WITH ROOFING MATERIAL

AutoCAD SHX Text
S

AutoCAD SHX Text
D

AutoCAD SHX Text
W

AutoCAD SHX Text
C H E C K E D  B Y :

AutoCAD SHX Text
D A T E :

AutoCAD SHX Text
D R A W I N G  N O .

AutoCAD SHX Text
S C A L E :

AutoCAD SHX Text
P R O J E C T   N O .

AutoCAD SHX Text
D A T E

AutoCAD SHX Text
D E S C R I P T I O N

AutoCAD SHX Text
R  E  V  I  S  I  O  N  S

AutoCAD SHX Text
D R A W N  B Y :

AutoCAD SHX Text
NO.

AutoCAD SHX Text
A P P R O V E D  B Y :

AutoCAD SHX Text
1757-24-001

AutoCAD SHX Text
AS NOTED

AutoCAD SHX Text
04/09/24

AutoCAD SHX Text
NEW FIELDHOUSE FOR THE

AutoCAD SHX Text
MIDDLEBURG, PA

AutoCAD SHX Text
MIDD-WEST SCHOOL DISTRICT

AutoCAD SHX Text
P-3

AutoCAD SHX Text
SITE PLAN


